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World Class Casters Backed by
the Best Support Tearn in the Business

Canada Call
1-800-643-5515.

: L0 7L 1800-643-2183
1.800-635-51805 e
1-800-643-3252)

1-800-643-3509 |
1-800-643-2263)

Where Tradition and Technology Meet Teamwork.

For 125 years, Colson has been writing the to ensuring you get exactly what you need, knowledge, and stands ready to recommend
science of caster technology with you in when you need it. the exact Colson caster for your application.
mind. Froml|ndust.r¥-che.1ng|ng innovations, Our regional managers are in the field Enjoy our 2010 mini-catalog as a

o cost-cutting efflc.len(;les, Colson everyday, actively seeking opportunitiesto ~ “snapshot” of what Colson offers. Visit
continues its commitment to you — our solve material handling problems. Colson www.colsoncaster.com to download 3D
customer. offers over 35,000 different caster models and 2D models and to see our full line of

At Colson, we believe success comes from — call and put their expertise to work for you  casters, wheels and accessories.

providing expert solutions for our cqstomers whe.n deciding which caster best fits your If you're ready to make a purchase or have
and unmatched support to our distributors. particular need.

questions call us, or visit the “Where to
Every Colson Distributor has years of Buy” page on our website.
experience, a wealth of Colson product

Our customer service team of regional
managers, sales engineers, and customer
service representatives are all dedicated

Phone: 1-800-643-5515 » www.colsoncaster.com
Tol/l-Free Fax: 1-800-356-6708, 1-800-230-2529

colson



Colson has taken quality very

seriously for over a century.

Each Colson branded product

is warranted against defects in

material and workmanship for

three years. See

details at right.

COLSON WARRANTY

EACH COLSON  BRANDED
PRODUCT IS  WARRANTED
AGAINST DEFECTS IN MATERIAL
AND WORKMANSHIP FOR THREE
YEARS FROM THE DATE OF
ORIGINAL PURCHASE, UNLESS IT
HAS BEEN MISUSED, ABUSED,
MODIFIED OR IMPROPERLY
INSTALLED. ANY PRODUCT THAT
IS CLAIMED TO BE DEFECTIVE,
THAT IS RETURNED TO COLSON
WITH ITS APPROVAL WILL BE
REPAIRED  OR  REPLACED
FREE OF CHARGE (EXCLUDING
FREIGHT AND INSTALLATION).
THIS WARRANTY IS EXCLUSIVE
AND THERE ARE NO OTHER
WARRANTIES, EXPRESS
OR IMPLIED, SUCH AS AN
IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS
FOR PARTICULAR PURPOSE. THIS
REMEDY IS THE SOLE REMEDY IN
CONTRACT, TORT OROTHERWISE,
AND COLSON IS NOT LIABLE FOR
INCIDENTAL, CONSEQUENTIAL
OR SPECIAL DAMAGES.

3D and 2D Models Available
at www.colsoncaster.com

3D and 2D models now
available for Series 1 through
Series 8 casters online!
Don’t lose time searching for
products that don’t fit your
application. Visit
www.colsoncaster.com

to build a caster to your
specifications by using the
drop down menus. And, view
or download 3D or 2D models!
As a leader in caster design,
Colson’s product engineers
can create a custom solution
should a standard option

not be available to suit

your needs.

How to Select the Proper Caster and Whee/

conditions harmful
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There is no simple formula or rule that can
be followed in selecting the proper casters.
Many varying and individual factors

must be balanced to make the selection
which will do the best job for you. The
following are several of the more important
considerations.

Load Weight. The heavier the load, the
larger the wheel required for the caster.
The weight of the load also influences
the mobility of the wheel. Roller or ball
bearings are recommended for loads over
400 pounds. Weight capacities are shown
for each caster in this catalog.

Floor Conditions. Make sure the wheel
you select is large enough to pass over
cracks in the floor, tracks, moldings and
other obstructions. For floor protection
on linoleum, tile, carpet, etc., use
polyurethane or Performa rubber wheels.

Unusual Conditions. Each wheel
material has certain characteristics
which will give the best results where
unusual conditions exist. For example,
where acids, oils, chemicals and other

Accreditation

IS0 9001:2000 Registered

RoHS Compliant

n,
Eu: narFzm
MEMBER
NATIONAL ASSOCIATION OF
FOOD EQUIPMENT MANUFACTURERS

to rubber are
present, Colson
polyurethane,
polyolefin, Maxim,
phenolic or

steel wheels are
recommended.
Check conditions,
then select caster
and wheel.

Rolling Ease.

The larger the

wheel diameter,

the easier it rolls.
Roller bearings carry
heavier loads. Ball bearings roll easier but
carry lesser loads. When possible, use the
largest ball bearing wheel for best results.

Extreme Climates. Room temperatures
are no problem for most casters. But
extreme cold or heat can be a problem.
Colson helps solve this problem with
“Colson 45”... the green lube which
assures caster rolling ease from 45°F
below zero to 260°F above. It’s standard

SANMHEDA

Ve put the
stogerher  Material Handling Equipment Distributors Association

pieces
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Caster Terms

Wheel Terms

Bolt Hole

Spanner
bushing

Roller Bearing
with split outer
race shell and
thermoplastic
cage

|Wheel T

LTI Combination Seal/
Thrust Retainer Washers

Load

Height

Photo above shows typical wheel.
Bearings, bushings, etc. may vary
with different wheel types.

on all Colson casters. (Note: Some wheel
types should not be used in extreme
temperature ranges. Consult factory).

YOUR LOCAL DISTRIBUTOR

Colson casters are available from stocking
distributors across the U.S., Canada &
Mexico. Each is a caster specialist who
can help you select the proper caster to
suit your needs. Visit our web site: (www.
colsoncaster.com), or contact us for details
at 1-800-643-5515.

ICWM

Institute of Caster and Wheel Manufacturers National Sanitation Foundation

www.colsoncaster.com



Bearing Options

Delrin® Bearings

A DuPont engineered
plastic, is extremely
durable under a wide
range of temperature
and humidity
conditions and is
corrosion resistant.

Brake Options

1 Series Side Lock
Brake spring ends are
crimped so they grab
wheel at four contact
points.

4 Series Rigid Tech Lock®
Rigid version of the famous

Tech Lock brake.

Annular Ball Bearings
Precision type bearings
with machined,
hardened raceways.
For applications where
maximum rolling ease
and quiet operation

are needed.

2 Series Total Lock
Locks wheel and
swivel. Features
thermoplastic pedal.

Product Spotlight

4 Series Total Lock Brake
With simple press of foot
you can lock both wheel and
swivel in any position.

Precision Sealed
Ball Bearings
Recommended for
maximum rolling ease
with no maintenance
lubrication required.
Quiet operation for
medium duty to heavy
duty loads.

2 Series Side Lock
Special cam activated
brake mechanism

locks firmly.

Business Machine

Trans-forma™ HD and Trans-forma™

4, 5, and 6 Series
Tread Lock

Positive engagement
via rubber faced plate.

TPE Hi-Temp™

Roller Bearings
Capable of carrying a
greater load than the
same size diameter ball
bearing. Must be used with
hardened spanner bushing
or hardened shaft.

4 Series Side Lock
Special cam activated
brake mechanism
locks firmly.

Evolution Casters™

Torrington Style

Roller Bearings

Caged drawn cup
bearings with a steel
cage that provides
inward retention of

the needle rollers.

This design provides
maximum cage strength
for longer service life.

Spanner Integrated
Precision Sealed
Ball Bearings
Excellent rolling
ease with no
maintenance
lubrication required.
Integrated spanner
bushing makes
installation easy.

4 Series Tech Lock®
Durable Themoplastic
construction ideally

suited for wet or
corrosive conditions.

4 Series Top Lock
Side activated tread
lock brake.

7 and 8 Series
Enforcer Tread Lock
Toe activated brake.

Triumph™ Tow Line Wheels

Round and Crowned Treads



Capacity up to 145 Ibs each

Standard Features
® Zinc plated finish

® Full double ball hardened
raceways

® 5/16" shouldered axle
with 1/4" nut

® “Colson 45”
multi-temp lube

Expanding Adapter Stem
Wheel | Tread CaEZac(:ty Wheel Description Wheel Stem Caster | Load | Swivel | Weight
Dia. | Width Bearing Models Height | Radius | (Pounds)
(Pounds)

100 Polyurethane HI-TECH 1.03367.91 11/8

3" 7/g" 125 Performa Rubber Delrin | 1.03367.441 | 37/8" | 213/16" | 11/a

Polyolefin 1.03367.53 11/4

125 Polyurethane HI-TECH 1.04367.91 11/2

4" | /s 135 Performa Rubber Delrin | 1.04367.441 | 47/8" | 37/16" 11/2

Polyolefin 1.04367.53 11/2

140 Polyurethane HI-TECH 1.05367.91 13/4

5" | 7/ 145 Performa Rubber Delrin | 1.05367.441 | 57/8" | 41/16" | 13/a

Polyolefin 1.05367.53 13/4

Fork leg spacing: 1 5/8"

OPTIONS:
e Side Lock Brake

o NSF Listed
e Thread Guards

Expanding Adapter Stem Options

Inside Diameter —Q—R'\g:ﬁ:tm g:ﬂ::e
of Tube Tubing Tubing
3/4" - 13/16" MTG40 =
7/g" - 15/16" MTG41 | MTG51
1"-11/16" MTG42 | MTG52
11/8" - 13/16" MTG43 | MTG53
11/4" - 156" MTG44 | MTG54
13/8" -17/16" MTG45 | MTG55
11/2" - 196" MTG46 =
15/8" -1 11/16" MTG47 =

Stems are 2 11/16" long.

Standard Mounting:

Note: Turning of hex nut expands
rubber adapter inside of round

or square tubing for a tight,
permanent fit. To order, select
caster model number and specify
stem adapter size by code
number from chart at left.

Stem size less adaptor: 1/2"-13UNC x 2 11/16"

Capacity up to 145 Ibs each

i

Standard Features
e Zinc plated finish

Full double ball hardened
raceways

5/16" shouldered axle
with 1/2" nut

.090" steel top plate

“Colson 45”
multi-temp lube

Swivel and Rigid Top Plate

Wheel | Tread c?;:::ty Wheel Descrintion Wheel | Swivel Caster | Rigid Caster | Load | Swivel | Weight
Dia. | Width (Pounds) P Bearing Models Models Height | Radius | (Pounds)
100 Polyurethane HI-TECH 1.03356.91 | 1.03008.91 11/4
3" | 78" 125 Performa Rubber Delrin | 1.03356.441 | 1.03008.441 | 33/4" | 213/16" | 11/4
Polyolefin 1.03356.53 | 1.03008.53 11/a
125 Polyurethane HI-TECH 1.04356.91 1.04008.91 11/2
4" | /s 135 Performa Rubber Delrin | 1.04356.441 | 1.04008.441 | 43/4" | 37/16" | 11/2
Polyolefin 1.04356.53 | 1.04008.53 11/2
140 Polyurethane HI-TECH 1.05356.91 | 1.05008.91 13/4
" /g 145 Performa Rubber Delrin | 1.05356.441 | 1.05008.441 | 53/4" | 41/16" | 13/4
Polyolefin 1.05356.53 | 1.05008.53 13/4

Fork leg spacing: 1 5/32"

Standard Mounting:
Top Plate: 2 1/2" X 3 5/8"

Bolt Holes Slotted For: 1 3/4" X 2 13/16" to 3 1/16"

Bolt Size 5/16" diameter

OPTIONS:
e Side Lock Brake

o NSF Listed
e Thread Guards

www.colsoncaster.com



/[ p@ﬂ@@ 7 Expanding Adapter Stem

SEm Es V\gl'eel Tread CaEpaa:::ty Wheel Description Wheel | StemCaster | Load Swivel | Weight
ia. Width Bearing Models Height Radius | (Pounds)
Capacity up to 325 Ibs each (Pounds)
i 1 5/16" 210 | Performa Rubber (Round tread) 2.03267.561 2 igjsz" g 1;4
" 230 Polyolefin - | 2.03267.53 o |2 29/32" 8
312" | 4y oo | Performa Rubber (Flattread) | "o [203267.441 | 4”0" [T22m [ o
Polyurethane HI-TECH 2.03267.91 2 29/32" 13/4
975 Polyolefin Delrin* |-2:04267.53 3 7/32" 21/4
4" | 11/4" Polyurethane HI-TECH 2.04267.91 51/4" | 37/3" 2
300 | Performa Rubber (Flat tread) 2.04267.441 37/32" 21/4
1 5/16" 250 Perforn;a Rubber (Round tread) ggggg;g? g }Zm" 5 2/
n Polyolefin % . . o 16" 4
9" | 114 | 390 T Polyurethane HI-TECH Delrin® >'05267.91 | 616" [31316" | 212
325 | Performa Rubber (Flat tread) 2.05267.441 3 13/16" 23/a
Fork Leg Spacing: 1 9/16" *Ball bearing models change last digit to 5 (example: 2.03267.565).
Expanding Adapter Stem Options Standard Mounting:
St_andard E?atures Inside Diameter % Note: Turning of hex nut expands
® Zinc plated finish of Tube Tubing Tﬂbing rubber adapter inside of round
¢ Full double ball hardened 3/2" - 13/15" MTG40 _ or square tubing for a tight,
racfways : 7/s" - 15/16" MTG41 | MTG51  permanent fit. To order, select
* |3/ Sk h°,|[|°W axle with 1" -1 1/16" MTG42 | MTG52  caster model number and specify
ocK Nl 11/8" - 1 3/16" MTG43 | MTG53  stem adapter size by code
aalease.holes couhied] 11/4" -1 516" MTG44 | MTG54  nymber from chart at left
bearing 13/8" -1 7/16" MTG45 | MTG55 '
e “Colson 45” OPTIONS: 11/2" -1916" MTG46 -
multi-temp lube * Total & Side Lock Brakes 15/8" -1 11/16" MTG47 -
e Thread Guards Stems are 2 11/16" long. Stem size less
e Swivel Dust Cap adapter: 1/2"= 13UNC x 2 11/16"
o NSF Listed
;Ef_u?ﬂf%@@ Grip ng Sfyem
Wheel | Tread | vaPact - Wheel Load | Swivel | Weight
SEm Es Dia. | Width (Pﬁf‘i‘}s) Wheel Description Bearing | Stem Caster Models| 8k | 2Pl | Pounds)
RN U0 R T sy L 5/15"| 1o |Performa Rubber (Conducfive Round)| Ball_|2.03251.565 COND 211
6 Performa Rubber (Round tread) Delrin* |2.03251.561 21/4
225 [Performa Rubber (Conductive Flat) Ball |2.03251.445 COND 2
31/2" 230 |[Polyolefin Delrin* |2.03251.53 496" | 229/32" | 21/8
11/4" 250 Performa Rubber (Flat tread) Delrin* |2.03251.441 21/8
Polyurethane HI-TECH Delrin* [2.03251.91 13/4
300 |Thermo Plain |2.03251.52 HT 27/8
250 ThermoTech® Teflon [2.04251.613 H 3
Performa Rubber (Conductive Flat) Ball |2.04251.445 COND 21/a
0 " Polyolefin Delrin* |2.04251.53 " " 21/a
4% | 1Va"| 275 5ol rethane HIETECH Delrin* |2.04251.91 | 8
300 Performa Rubber (Flat tread) Delrin* [2.04251.441 21/4
Thermo Plain_2.04251.52 HT 31/8
114" | 250 ThermoTech® Teflon |2.05251.613H 3
Performa Rubber (Conductive Flat) Ball [2.05251.445 COND 3
Standard Features 15/46"| 250 |Performa Rubber (Conductive Round)| Ball |2.05251.565 COND 3
. - 5n Performa Rubber (Round tread) Delrin* [2.05251.561 61/16" | 313/16" 3
® Zinc plated finish 300 |Polvolefin Delrin* [2.05251.53 234
e Full double ball hardened 114" Polyurethane HI-TECH Delrin* |2.05251.91 21/2
raceways 395 Performa Rubber (Flat tread) Delrin* [2.05251.441 23/a
¢ 3/8" hollow axle with Thermo Plain [2.05251.52 HT 312
lock nut Fork Leg Spacing: 1 9/16" *Ball bearing models change last digit to 5 (example: 2.03251.565).
e Grease holes on wheel
bearing
o “Colson 45” OPTIONS: Standard Mounting: Round Stem Mounting Options
multi-temp lube * Total & Side Lock Brakes  Standard grip ring stem is 2 3/16" long with MTG5: 2 3/16" long X 3/4" dia. (.75)
* Thread Guards 5/g" diameter. MTG6: 2 3/16" long X 13/16" dia. (.812)
* Swivel Dust Cap MTG7: 2 3/16" long X 27/32" dia. (.845)
o NSF Listed

MTGS: 2 3/16" long X 7/8" dia. (.865)
MTG9: 2 3/16" long X 1" dia. (1.00)



;ﬂﬁﬂ@@% Straight Thread Stem

Wheel | Tread | CaPacty - Wheel Load | Swivel | Weight
SEm ES Dia. | Width ‘nglf"(‘ls) Wheel Description Bearing | Stem Caster Models| b | 2P0 | (Pounds)
GRS 2% s s 1515 1o [Performa Rubber (Conductive Round)| Ball |2.03254.565 COND 211
6 Performa Rubber (Round tread) Delrin* [2.03254.561 21/4
225 [Performa Rubber (Conductive Flat) Ball |2.03254.445 COND 2
31/2" 230 |Polyolefin Delrin* |2.03254.53 496" | 229/32" [ 21/8
11/4" 250 Performa Rubber (Flat tread) Delrin* |2.03254.441 21/8
Polyurethane HI-TECH Delrin* |2.03254.91 13/4
300 |Thermo Plain [2.03254.52 HT 31/8
250 ThermoTech® Teflon [2.04254.613 H 3
Performa Rubber (Conductive Flat) Ball |2.04254.445 COND 21/4
0 " Polyolefin Delrin* |2.04254.53 " " 21/4
4% |14\ 275 oo rethane HIFTECH Delrin* |2.04254.91 | 8l
300 Performa Rubber (Flat tread) Delrin* |2.04254.441 21/4
Thermo Plain_2.04254.52 HT 31/4
1120|250 ThermoTech® Teflon |2.05254.613 H 3
Performa Rubber (Conductive Flat) Ball [2.05254.445 COND 3
Standard Features 1546"| 250 [Performa Rubber (Conductive Round)| Ball |2.05254.565 COND 3
; . gn Performa Rubber (Round tread) Delrin* [2.05254.561 61/16" | 313/16" 8
® Zinc plated finish 200 |Polvolefin Delrin* [2.05254.53 234
e Full double ball hardened 114" Polyurethane HI-TECH Delrin* |2.05254.91 21/2
raceways 395 Performa Rubber (Flat tread) Delrin* [2.05254.441 23/4
¢ 3/8" hollow axle with Thermo Plain [2.05254.52 HT 33/4
lock nut Fork Leg Spacing: 1 9/16" *Ball bearing models change last digit to 5 (example: 2.03254.565).
o grea_se holes on wheel
earing . Mounting Options
« “Colson 45" OPTIONS: Standard Mounting: ) MTG10: 1/2"-13UNC x 3/¢" long threaded
multi-temp lube « Total & Side Lock Brakes ~ (MTG 53): 1/2" diameter — 13UNC X 1 1/2 MTG11: 7/2"-13UNC x 1" long threaded
o long, threaded 1 3/8". MTG12: 1/2"-20UNF x 3/4" long threaded
TG (EVETLS ¢ MTG13: 5/s"-11UNC x 1 3/4" long threaded
- Sl e e MTG14: 5/8"-18UNF x 1 3/4" long threaded
* NSF Listed MTG15: 3/4"-10UNC x 1 3/4" long threaded
MTG50: 1/2"-20UNF x 1 1/2" long threaded
@Eﬂ_@@% Swivel a:rd _tly?igid Top Plate
Wheel | Tread | ©3P3C! - Wheel Swivel** Caster Load Swivel | Weight
SEm ES Dia. | Width (Pﬁﬂ:';s) Wheel Description Bearing Models Height | Radius | (Pounds)
GRS SRR e s L 5/15"| 1o |Periorma Rubber (Conducfive Round)| Ball_|2.03256.565 COND 211
6 Performa Rubber (Round tread) Delrin* [2.03256.561 21/4
225 |Performa Rubber (Conductive Flat) Ball |2.03256.445 COND 2
) 31/2" 230 |Polyolefin Delrin* [2.03256.53 411/16" | 229/32" | 17/8
: 9" 11/4" 950 Performa Rubber (Flat tread) Delrin* |2.03256.441 2
Polyurethane HI-TECH Delrin* |2.03256.91 17/8
300 |Thermo Plain [2.03256.52 HT 27/8
250 ThermoTech® Teflon [2.04256.613 H 8
Performa Rubber (Conductive Flat) Ball |2.04256.445 COND 21/4
0 " Polyolefin Delrin* |2.04256.53 " W | 21/8
4% | 1Va"| 275 5ol rethane HIETECH Delrin* |2.04256.91 ST | 37/ moqy
300 Performa Rubber (Flat tread) Delrin* |2.04256.441 21/4
Thermo Plain 2.04256.52 HT 31/8
11| 950 [ThermoTech® Teflon [2.05256.613 H 3
Performa Rubber (Conductive Flat) Ball |2.05256.445 COND 3
Standard Features 15/46"| 250 |Performa Rubber (Conductive Round)| Ball |2.05256.565 COND 3
: — gn Performa Rubber (Round tread) Delrin* |2.05256.561 636" | 313/16" 3
® Zinc plated finish 300 [POlvolefin Delrin* [2.05256.53 212
e Full double ball hardened 11/4" Polyurethane HI-TECH Delrin* |2.05256.91 21/2
raceways 395 Performa Rubber (Flat tread) Delrin* [2.05256.441 23/4
e 3/8" hollow axle with Thermo Plain [2.05256.52 HT 31/2
lock nut Fork Leg Spacing: 1 9/16" *Ball bearing models change last digit to 5 (example: 2.03270.565).
o Grease holes on wheel **Rigid models change 5th and 6th digit to 08 (example 2.03208.561).

bearing
e “Colson 45” OPTIQNS: Standard Mounting:
multi-temp lube e Optional Top Plates, Top Plate: 2 1/2" X 3 5/s"

Consult Factory
4 3/ 13 u 1 n
« Total & Side Lock Brakes Bolt H.oles Slotteq For: 13/4" X2 13/16" to 3 1/16
Bolt Size: 5/16" diameter

e Thread Guards
o Swivel Dust Cap
o NSF Listed

7 www.colsoncaster.com



;@Eﬂ@@@ Swivel and Rigid Square Stems

Wheel | Tread Capacity o Wheel Stem Caster Load Swivel | Weight
SERI Es Dia. | Width (PE?LES) Wheel Description Bearing Models** Height | Radius (Pougds)
GRS SRR e s S 515" 10 |Performa Rubber (Conductive Round)|_Ball _|2.03270.565 COND 211
6 Performa Rubber (Round tread) Delrin* [2.03270.561 21/4
225 |Performa Rubber (Conductive Flat) Ball |2.03270.445 COND 2
31/2" 230 |Polyolefin Delrin* |2.03270.53 496" | 229/32" | 17/8
11/4" 950 Performa Rubber (Flat tread) Delrin* [2.03270.441 2
Polyurethane HI-TECH Delrin* [2.03270.91 27/8
300 [Thermo Plain [2.03270.52 HT 27/8
950 ThermoTech® Teflon [2.04270.613 H 3
Performa Rubber (Conductive Flat) Ball |2.04270.445 COND 21/4
0 " Polyolefin Delrin* |2.04270.53 " .| 21/8
4% \V1a") 215 (5o rethane HI-TECH Delrin* [2.04270.91 5| 37" oy
300 Performa Rubber (Flat tread) Delrin* |2.04270.441 21/4
Thermo Plain 2.04270.52 HT 31/8
114" 250 ThermoTech® Teflon |2.05270.613 H 3
Performa Rubber (Conductive Flat) Ball |2.05270.445 COND 3
Standard Features 1546"| 250 [Performa Rubber (Conductive Round)| Ball . 2.05270.565 COND 3
o Zine nlatd finrek gn Performg Rubber (Round tread) Delr!n 2.05270.561 616" | 313/16" &
SPENSERIE 300 Polyolefin Delrin* |2.05270.53 21/2
e Full double ball hardened 114" Polyurethane HI-TECH Delrin* |2.05270.91 21/2
raceways 395 Performa Rubber (Flat tread) Delrin* [2.05270.441 23/4
e 3/8" hollow axle with Thermo Plain [2.05270.52 HT 31/2
lock nut Fork Leg Spacing: 19/16" *Ball bearing models change last digit to 5 (example: 2.03270.565).
e Grease holes on wheel **Rigid models change 5th digit to 8 (example 2.05280.561), 5" models only.
bearing OPTIONS: Standard Mounting:
* “Colson 45” * Total & Side Lock Brakes 5 115 ong x 3/4" square with 3 mounting
multi-temp lube e Thread Guards holes 17/64" diameter.
o Swivel Dust Cap '
e Square & Octagon Stem
Mountings
o NSF Listed
Ealson, Pipe Thread Stems
Wheel | Tread |CaPAcCity - Wheel Load | Swivel | Weight
SE& E§m Dia. | Width (pﬁﬂf,i) e Bearing | Ste™ Caster Models | by | oiue | Pounds)
e 15/46"| 210 |Performa Rubber (Conductive Round)| Ball |2.03253.565 COND 21/4
Performa Rubber (Round tread) Delrin* [2.03253.561 21/4
225 [Performa Rubber (Conductive Flat) Ball |2.03253.445 COND 21/4
31/2" 230 |Polyolefin Delrin* |2.03253.53 413/16" | 229/32" | 21/8
11/4" 250 Performa Rubber (Flat tread) Delrin* |2.03253.441 21/8
Polyurethane HI-TECH Delrin* [2.03253.91 13/a
300 [Thermo Plain_|2.03253.52 HT 31/8
250 ThermoTech® Teflon [2.04253.613 H 3
Performa Rubber (Conductive Flat) Ball |2.04253.445 COND 21/4
n " Polyolefin Delrin* [2.04253.53 " " 21/4
4% 11Va"| 215 oo rethane HIFTECH Delrin* |2.04253.91 Slat | 3" =y
300 Performa Rubber (Flat tread) Delrin* [2.04253.441 21/4
Thermo Plain |2.04253.52 HT 31/4
114" | 250 ThermoTech® Teflon |2.05253.613 H 3
Performa Rubber (Conductive Flat) Ball |2.05253.445 COND 3
15/46"| 250 |Performa Rubber (Conductive Round)| Ball |2.05253.565 COND 3
Standard Features g Performa Rubber (Round tread) Delr!n: 2.05253.561 65/16" | 313/16" 3
] __ 300 Polyolefin Delrin* 2.05253.53 23/4
® Zinc plated finish 114" Polyurethane HI-TECH Delrin* [2.05253.91 21/
¢ Full double ball hardened 395 Performa Rubber (Flat tread) Delrin* [2.05253.441 23/4
raceways Thermo Plain |2.05253.52 HT 33/4
o 1|3/8|: ho{low axle with Fork Leg Spacing: 19/16" *Ball bearing models change last digit to 5 (example: 2.03253.565).
ock nu
e Grease holes on wheel
bearing OPTIONS:
* “Colson 45” * Total & Side Lock Brakes

Standard Mounting:
1 1/16" diameter fits 3/4" pipe.

multi-temp lube « Thread Guards

o Swivel Dust Cap
o NSF Listed



/ @Eﬂ@@@ Modular Stems

Wheel | Tread |CaPacity - Wheel Load | Swivel | Weight
SEMES Dia. | Width (Pszf]'(‘,s) Wheel Description Bearing | CasterModels | [ REL | pPOlS | Pounds)
SRR U RRE T {5/1a"| 21p |Periorma Rubber (Conductive Round)| Ball _[2.08250.565 COND 2
Performa Rubber (Round tread) Delrin* [2.03250.561 2
225 |Performa Rubber (Conductive Flat) Ball |2.03250.445 COND 13/4
31/2" 230 |Polyolefin Delrin* [2.03250.53 496" | 229/32" | 13/4
11/4" 250 Performa Rubber (Flat tread) Delrin* [2.03250.441 13/
Polyurethane HI-TECH Delrin* [2.03250.91 13/4
300 |Thermo Plain  [2.03250.52 HT 23/4
950 ThermoTech® Teflon [2.04250.613 H 3
Performa Rubber (Conductive Flat) Ball |2.04250.445 COND 21/8
T " Polyolefin Delrin* |2.04250.53 " .| 21/8
4% 11" 275 oo rethane HIFTECH Delrin* [2.04250.91 S| 87" Iy
300 Performa Rubber (Flat tread) Delrin* |2.04250.441 21/8
Thermo Plain_12.04250.52 HT 31/8
112" | 250 ThermoTech® Teflon |2.05250.613 H 3
Performa Rubber (Conductive Flat) Ball [2.05250.445 COND 23/4
Standard Features 1546"| o250 [Performa Rubber (Conductive Round)] Ball |2.05250.565 COND 23/4
. . T Performa Rubber (Round tread) Delrin* |2.05250.561 . 13/an | 23/4
® Zinc plated finish 3 200 |Polvolefn Delrin* |2.05250.53 616" 316" o
e Full double ball hardened 11/a" Polyurethane HI-TECH Delrin* 2.05250.91 21/4
raceways 395 Performa Rubber (Flat tread) Delrin* [2.05250.441 21/2
¢ 3/8" hollow axle with Thermo Plain [2.05250.52 HT 31/4
lock nut Fork Leg Spacing: 19/16" *Ball bearing models change last digit to 5 (example: 2.03250.565).
* Grease holes on wheel
bearing OPTIONS: Standard Mounting:
* “Colson 45” o Total & Side Lock Brakes /2" hollow rivet will accept a wide variety
multi-temp lube o Thread Guards of mounting stems (even a standard 1/2"
e Swivel Dust Cap bolt will work).
o NSF Listed
Ealsan, Stainless Steel—Swivel and Rigid Top Plate
Wheel | Tread |Capacity - Wheel | Swivel*Caster | L wivel | Weight
SERIES "5V | gon | wwovesorpion | gt | ST | 60 |2 | peunes
CHpRERy Up 40 SEE Ms sy . | 150 |Rubber Hi-Tech Plain_[2.33446.42 . 1 175
11/4" Polyolefin Delrin_ [2.33446.544 4 3/g" 31/8" 1°/8
STAINLESS 3 200 [5olvurethans FIFTECH Plain_|2.33446.944 15/8
Polyolefin Delrin [2.03446.544 15/8
114" 250 |Polyurethane HI-TECH Delrin  [2.03446.944 15/8
31/2" & Performa Rubber (Flat Tread) Delrin|2.03446.444 415/16" | 33/8" 13/4
-~ 300 ([Thermo Plain [2.03446.52HT 15{8
15/16"| 210 [Performa Rubber (Round Grey Tread) Delrin |2.03446.564 13/4
250 [ThermoTech® Teflon [2.04446.613H 2
275 Polyolefin Delr!n 2.04446.544 21/4
4" (118" Polyurethane HI-TECH Delrin_[2.04446.944 51/8" | 356" [ _13/a _
300 Performa Rubber (Flat Tread) Delrin [2.04446.444 17/8
Thermo Plain |2.04446.52HT 2
250 [ThermoTech® Teflon [2.05446.613H 21/8
300 Polyolefin Delrin |2.05446.544 23/8
5" 11/4" Polyurethane HI-TECH Delrin  |2.05446.944 636" | 41/16" 21/8
305 Performa Rubber (Flat Tread) Delrin  [2.05446.444 21/8
Thermo Plain [2.05446.52HT 23/s
Standard Features 15/16"| 250 |Performa Rubber (Round Grey Tread) Delrin |2.05446.564 21/4
® Stainless steel Fork Leg Spacing: 1 /8" *Rigid models change 6th digit to 8 (example 2.04448.544).

construction
Double ball hardened

raceways Standard Mounting:
All component parts are Top Plate: 2 1/2" X 3 5/g"

stainless steel

Designed to perform Bolt Holes Slotted For: 1 3/4" X 2 13/16" to 3 1/16"
in the most hostile Bolt Size: 5/16" diameter
environments

If rust is a problem... I J0]ER

(HE RS ETCES G o Total Lock Brake

e Direction Lock Brake

e Thread Guards

o NSF Listed

One-piece Stainless
Steel Total Lock
brake and Direction
Lock!

is the solution
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(BI)SaE Swivel and Rigid Top Plate

SERI Es V\{)h_eel Tread caE';ac‘:l'“’ . Wheel | Swivel™Caster | Load | Swivel | Weight
Capacity up to 400 Ibs each ia. | Width (Pounds) Bearing Models Height | Radius | (Pounds)
250  [Performa Rubber (Flat/Grey) 3.00317.449 8
T " Polyolefin 3.00317.809 " " 23/4
3% | 1V2" | 300 (5ol rethane HI-TECH Roller 3 00317.909 412" | 8/ 3
400 _ |Phenolic 3.00317.309 23/4
255  [Performa Rubber (Conductive Flat) 3.00417.449 COND 31/2
325  [Performa Rubber (Flat/Grey) 3.00417.449 312
4" |11/2" | 375 |Polyolefin Roller [3.00417.809 53/8" | 35/" 3
400 Polyurethane HI-TECH 3.00417.909 31/4
Phenolic 3.00417.309 31/4
280  [Performa Rubber (Conductive Flat) 3.00517.449 COND 312
350  [Performa Rubber (Flat/Grey) 3.00517.449 31/2
B" | 11/" Polyolefin Roller |3.00517.809 63/8" | 41/8" 23/4
400 |Polyurethane HI-TECH 3.00517.909 31/2
Phenolic 3.00517.309 31/a
300 [Performa Rubber (Conductive Flat) 3.00617.449 COND 33/4
Standard Features 375 _|Performa Rubber (Flat/Grey) 3.00617.449 334
® Zinc plated finish 6" | 112" Polyolefin Roller [3.00617.809 73/8" | 45/8" 3
® Full double ball hardened 400 [Polyurethane HI-TECH 3.00617.909 33/4
raceways Phenolic 3.00617.309 33/4
® 3/8" hollow axle with Fork Leg Spacing: 1 7/s" *Consult Factory for additional bearing options.
lock nut **Rigid models change 5th and 6th digit to 08 (example 3.00308.449).
® Permanent rivet king pin
construction
® “Colson 45” OPTIONS: Standard Mounting:
e plihe * Tread Lock Brake Top Plate Swivel: 3 3/4" x 4 3/s"
* Thread Guards Top Plate Rigid: 3 3/16" x 4 5/5"
* Dust Qap Bolt Holes Slotted For: 2 5/8" x 3 5/8" or 3" x 3" centers
o NSF Listed

Bolt Size: 3/8" diameter

Colsonmn Swivel and Rigid Top Plate

SEm Es Wheel | Tread CaEpacity . Wheel Swivel** Caster Load Swivel Weight
Dia. | Width | _E2h Ll L O Bearing* Models Height | Radius | (Pounds)
Capacity up to 1250 Ibs each (Pounds)
=il 350 [Performa Rubber (Flat/Black) 4.04109.459.2 53/4
B 3
R T T — Rollr fy Gatoagaorr ] 5% | 3%1" ga—
. 1000 |Endura Solid Elastomer 4.04109.839 EN 53/4
- 375 [Performa Rubber (Flat/Black) 4.05109.459.2 61/8
650 |Polyolefin 4.05109.839 4 ;/8
n 0 750 _|Polyurethane HI-TECH 4.05109.929 1o 1/ 43/4
o 2 Endura Solid Elastomer el 4.05109.839 EN 6172 41/ 53/4
1000 1+ 6rmo 4.05109.839 HT 634
1250 |Forged Steel 4.05109.239 91/4
450 [Performa Rubber (Round/Grey) 4.06109.559 61/8
600 [Performa Rubber (Flat/Black) 4.06109.459.2 61/8
n T 700 |Polyolefin 4.06109.839 1/on T 51/2
6" | 2" 4100 |Endura Solid Elastomer Roller 206109.839En | /72" | ° 7
1200 |V-Groove 4.06109.739 10 1/2
Standard Features 1250 |Forged Steel 4.06109.239 10 1/4
® Zinc plated finish 600 |Performa Rubber (Round/Grey) 4.08199.559 61/4
® (Grease f|tt|ngs wheel 675 Perform:':l Rubber (Flat/B'aCk) 4.08199.459.2 61/4
bearing and swivel 8" 2" 900 _|Polyolefin Roller |4.08199.839 912" | 612" 53/4
raceway 1000 [Polyurethane HI-TECH 4.08199.929 53/4
® 1/2" hollow axle 1200 |Endura Solid Elastomer 4.08199.839 EN 53/4
® 1/4" steel top plate Fork Leg Spacing: 2 1/2" *Consult Factory for additional bearing options.

**Rigid models change 5th and 6th digit to 08 (example
4.04108.459.2). For 8" models only change 6th digit to 8.

® Permanent rivet king pin
WHORTERGIE G CENT 8 OPTIONS:

® “Colson 45” e (Qptional Top Plates, Consult Factory

multi-temp lube « Tech, Top Tread, Side and Total Lock ~ >andard Mounting:

Top Plate Swivel: 4" x 4 1/2"

Brakes
o Foot or Hand Activated Swivel Locks Bolt Holes Slotted For: 2 5/3" x 3 5/8" or 3" x 3" centers
o DirtBan Swivel Seal Bolt Size: 3/8" diameter
e Thread Guards
o NSF Listed
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BaSali]
SERIES

Capacity up to 1250 Ibs each

STAINLESS
STEEL

Standard Features

® Polished stainless steel
(Grade 304)

® 1/2" stainless steel
hollow axle

® 1/4" top plate

® Permanent rivet king pin
with 5/8" diameter rivet

e “Colson 45”
multi-temp lube

Stainless Steel—Swivel and Rigid Top Plate

Wheel | Tread CaElzacc:ty Wheel Descrintion Wheel Swivel** Caster Load Swivel Weight
Dia. | Width (Pounds) P Bearing* Models Height | Radius | (Pounds)
350 [Performa Rubber (Flat Black) 4.04109.459.2 SS 53/4
n r Polyurethane HI-TECH 4.04109.929 SS 5 jn g/ en | 43/4
4% |2t | 600 I5enolic Roller 13°0a109.33085 | 58" | 3%16" 53
1000 |Endura Solid Elastomer 4.04109.839.EN SS 53/4
375  |Performa Rubber (Flat Black) 4.05109.459.2 SS 61/8
650 [Polyolefin 4.05109.839 SS 47/8
B! 2" 750  [Polyurethane HI-TECH Roller [4.05109.929 SS 612" | 41/4" 47/8
Phenolic 4.05109.339 SS 57/8
1000 |Endura Solid Elastomer 4.05109.839.EN SS 57/s
450  [Performa Rubber (Round Grey) 4.06109.559 SS 71/8
600 [Performa Rubber (Flat Black) 4.06109.459.2 SS 71/8
i 1
o | 2 R | e HEBBS | o
1100 |Endura Solid Elastomer 4.06109.839.EN SS 6
1200 |Phenolic 4.06109.339 SS 6
600 [Performa Rubber (Round Grey) 4.08199.559 SS 81/8
675  [Performa Rubber (Flat Black) 4.08199.459.2 SS 81/s
n T 900 [Polyolefin 4.08199.839 SS Ut Ut 53/4
8" | 2" 7000 |Polyurethane HI-TECH Roller 14’ 08199.02955 | 22" | 62" 53,
1200 |Endura Solid Elastomer 4.08199.839.EN SS 63/4
1250 |Phenolic 4.08199.339 SS 6 3/4

Fork Leg Spacing: 2 1/2"

OPTIONS:
e Tech and Side Lock Brakes
e Foot Activated Swivel Lock
e DirtBan Swivel Seal

Standard Mounting:
Top Plate Swivel: 4" x 4 1/2"

*Consult Factory for additional bearing options.
**Rigid models change 5th and 6th digit to 08 (example
4.04108.459.2 SS). For 8" models only change 6th digit to 8.

Bolt Holes Slotted For: 2 5/8" x 3 5/8" or 3" x 3" centers

e Thread Guards Bolt Size: 3/s" diameter

o NSF Listed

@@[Zg@@ Kingpinless Swivel and Rigid Top Plate
SERI Es Wheel | Tread CaE;:::t:ty Wheel Descriotion Wheel | Swivel** Caster | Load Swivel | Weight
E”F arg E r Dia. | Width (Pounds) P Bearing* Models Height | Radius | (Pounds)
A 375 |Performa Rubber (Flat/Black) 4.05189.459.2 61/8
CAPETIY AP I8 1A Wb dh 400 _|Moldon Rubber (Cast iron core) 4.05189.649.7 7
750  [Polyurethane HI-TECH 4.05189.929 43/4
5" 2" Moldon Polyurethane (Cast iron core) | Roller |4.05189.949.7 612" | 37/8" 7
1000 |[Phenolic 4.05189.339 53/4
- Cast Iron 4.05189.139 87/8
1400 |Forged Steel 4.05189.239 91/4
450 |Moldon Rubber (Cast iron core) 4.06189.649.7 9
600 |Performa Rubber (Flat/Black) 4.06189.459.2 61/8
900 [Polyurethane HI-TECH 4.06189.929 5
1100 |Endura Solid Elastomer 4.06189.839 EN 7
6" 2" Moldon Polyurethane (Cast iron core) | Roller [4.06189.949.7 712" | 45/8" 9
1200 [Phenolic 4.06189.339 7
V-Groove 4.06189.739 101/2
1400 Cast Iron 4.06189.139 93/4
Forged Steel 4.06189.239 10 1/4
500 [Moldon Rubber (Cast iron core) 4.08189.649.7 11
675 |Performa Rubber (Flat/Black) 4.08189.459.2 61/4
Standard Features 1000_|Polyurethane HI-TECH 4.08189.929 534
® Zinc plated finish 8" | 2" | 1200 |Endura Solid Elastomer Roller |4.08189.839EN | 91/2" | 61/8" | 81/
® Single ball hardened Moldon Polyurethane (Cast iron core) 4.08189.949.7 11
raceway 1400 |Phenolic 4.08189.339 81/2
® 1/2" hollow axle Cast Iron 4.08189.139 12172

® Fork legs 1/4" thick x 2"
wide

® Multi-temp lube OPTIONS:

Consult Factory

e Side and Tread Lock

Brakes

e Hand Activated

Swivel Lock

Fork Leg Spacing: 2 1/2"

*Consult Factory for additional bearing options.
**Rigid models change 5th and 6th digits to 08 (example

4.05108.459.2). For 8” models only change 5th and 6th digit to 98.

o QOptional Top Plates, © Thread Guards

e NEW! Extended

Lead Fork for
6" & 8"

Top Plate Swivel: 4" x 4 1/2"
Bolt Holes Slotted For: 2 5/8" x 3 5/8" or 3" x 3" centers

Bolt Size: 3/8" diameter

1
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5 SERIES

Capacity

Swivel and Rigid Top Plate

Wh_ee Tr_ead Each Wheel Description Whgel* Swivel** Caster and SWiyeI Weight
Capacity up to 1300 lbs each Dia. | Width (Pounds) Bearing Models Height | Radius | (Pounds)

375 [Performa Rubber (Flat/Black) 5.05209.459.2 63/a

650 |Polyolefin 5.05209.839 63/4

h" 2" 750  |Polyurethane HI-TECH Roller |5.05209.929 61/2" | 41/16" 61/2

1000 |Endura Solid Elastomer 5.05209.839 EN 712

1300 |Forged Steel 5.05209.239 93/4

450 [Performa Rubber (Round/Grey) 5.06209.559 63/4

600 [Performa Rubber (Flat/Black) 5.06209.459.2 63/4

o 700 [Polyolefin 5.06209.839 z

T 900 [Polyurethane HI-TECH 5.06209.929 " " 6 3/4

6 1100_|Endura Solid Elastomer Roller 15 06200.830EN| 7 /2 | 4"/" 734
1300 |Cast Iron 5.06209.139 111/a

" Phenolic 5.06259.369 9

212" | 1300 6ot iron 5.06259.169 129

600 |Performa Rubber (Round/Grey) 5.08299.559 71/2

675  [Performa Rubber (Flat/Black) 5.08299.459.2 73/4

SlandargRealuzes 2" 900 |Polyolefin 5.08299.839 71/2
® Zinc plated finish 8" 1000 |Polyurethane HI-TECH Roller [5.08299.929 912" | 616" | 71/4
 Full double ball hardened 1200 [Endura Solid Elastomer 5.08299.839 EN 91/2
raceways 21/ | 1300 Phenolic 5.08259.369 111/4

® 1/2" hollow axle Cast Iron 5.08259.169 16

® 1/4" steel top plate

® “Colson 45”
multi-temp lube

OPTIONS:

e Tread & Tech Lock Brakes
e Hand Activated Swivel Lock

e Thread Guards

Fork Leg Spacing: 2 1/2" for 2" tread widths;
3" for 2 1/2" tread width.

*Consult Factory for additional bearing options.

**Rigid models change 5th and 6th digit to 08 (example 5.05208.459.2).
For 2 1/2" tread width models change 5th and 6th digit to 58; for
8" x 2" diameter models change 5th and 6th digit to 98.

Standard Mounting:

Top Plate Swivel: 4" x 6 1/4"
Bolt Holes Slotted For: 2 7/16" x 4 15/16" or 3 3/8" x 5 1/4" centers

Bolt Size: /2" diameter

6@@5@@@

Kingpinless Swivel and Rigid Top Plate

SEm Es Wheel | Tread GaElzacc:ty Wheel Descrintion Wheel | Swivel** Caster | Load Swivel Weight
i Width Pound P Bearing* Models Height | Radius | (Pounds)
enfFaorcer o T
650 |Polyolefin 6.05289.839 9
Capacity up to 1500 Ibs each 750 _|Polyurethane HI-TECH 6.05289.929 81/2
" 2" 1000 Endura Solid Elastomer Roller [6.05289.839EN| 6 1/2" | 3 29/32" 8
Cast Iron 6.05289.139 10 3/4
1500 |Forged Steel 6.05289.239 111/4
450 Performa Rubber (Round/Grey) 6.06289.559 73/
Trans-forma (Round/Grey) 6.06289.5E9 73/4
600 Performa Rubber (Flat/Black) 6.06289.459.2 73/
Trans-forma (Flat/Grey) 6.06289.4E9 73/4
0 " 700 [Polyolefin 6.06289.839 " " 10
6" | 2 000 _|Polurethane HI-TECH Roller ¢ ogoso.009 | 7 /2" | 416" g
Triumph (Round) 6.06299.96TF 91/4
1100 |Endura Solid Elastomer 6.06289.839 EN 91/4
1200 |Moldon Polyurethane (Cast iron core) 6.06289.949.7 121/2
1500 |Cast Iron 6.06289.139 121/2
600 [Performa Rubber (Round/Grey) 6.08289.559 81/2
675 [Performa Rubber (Flat/Black) 6.08289.459.2 81/2
Standard Features 900 _[Polyolefin 6.08289.839 10 1/4
® Zinc plated finish 1000 |Polyurethane HI-TECH 6.08289.929 91/2
® Singe ball hardened 8" | 2" | 5o [EnduraSolid Elastomer Roller |6.08289.839 EN| 10 1/8" | 61/2" | 111/2
swivel raceway Triumph (Round) 6.08289.96TF 111/2
® 1/2" hollow axle Triumph (Crown) 6.08289.93TF 111/2
e 5/16" steel top plate 1500 |Moldon Polyurethane (Cast iron core) 6.08289.949.7 16 1/4
Cast Iron 6.08289.139 16 1/a

® Multi-temp lube

Fork Leg Spacing: 2 1/2" *Consult Factory for additional bearing options.
**Rigid models change 5th and 6th digit to 08 (example

OPTIONS: 6.05208.459.2). For 8" models change 5th and 6th digit to 78.

e QOptional Top Plates, Consult Factory

e QOptional Load Heights, Consult Factory
e Side and Tread Lock Brakes

e Hand Activated Swivel Lock

e Thread Guards

Standard Mounting:

Top Plate Swivel: 4 1/2" x 6 1/4"

Bolt Holes Slotted For: 2 7/16" x 4 15/16" or 3 3/8" x 5 1/4" centers
Bolt Size: /2" diameter
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Calsamg
SERIES

Capacity

Kingpinless Swivel and Rigid Top Plate

Wheel | Tread Each Wheel Description Wheel | Swivel** Caster | Load Swivel Weight
E ” Fﬂ r E E r Dia. | Width (Pounds) Bearing* Models Height | Radius | (Pounds)
670 [Moldon Rubber (Cast Iron Core) 7.08689.669.7 19
SEPINIE T E. By 91/ | 20go [Moldon Polyurethane (Iron Core) 7.08689.969.7 23
Phenolic 7.08689.369 151/2
= . 2500 |[Cast Iron 7.08689.169 231/4
= - g" 840  [Moldon Rubber (Cast Iron Core) Roller [7.08689.679.7 | 101/8" | 6 9/16" | 243/4
| Phenolic 7.08689.379 16 1/2
B | 3" 2500 |Moldon Polyurethane (Iron Core) 7.08689.979.7 273/4
Cast Iron 7.08689.179 27 3/4
4500 |Forged Steel 7.08689.279 311/4
790  [Moldon Rubber (Cast Iron Core) 7.10689.669.7 241/2
21/2" | 2300 |Moldon Polyurethane (Iron Core) 7.10689.969.7 311/4
2500 [Phenolic 7.10689.369 191/2
0 1000 |Moldon Rubber (Cast Iron Core) 7.10689.679.7 " " 251/4
10 2900_[Phenolic Roller 1750680379 | 11 '/2" | 7°/8" [qg71p
3" 3000 Moldon Polyurethane (Iron Core) 7.10689.979.7 311/2
Cast Iron 7.10689.179 311/2
Standard Features 4500 |Forged Steel 7.10689.279 371/2
- o 21/p" 950 |Moldon Rubber (Iron Core) 7.12689.669.7 27 1/4
S 3?1; lg'ﬁf;:‘r'::ned 2700 mo:gon Eolt\)/gret(l?ane C(|ron) Core) 7.12689.969.7 26 ;;2
L " 1140 oldon Rubber (Iron Core 7.12689.679.7 " " 28 3/4
swivel raceway 12% 1 . [73000 [Castiron Roller 17 92680.170 | 13"/2" | 98" 353
® 3/4" solid axle 3500 |Phenolic 7.12689.379 2434
® 5/16" steel top plate Moldon Polyurethane (Iron Core) 7.12689.979.7 40
® Multi-temp lube Fork Leg Spacing: 3 1/2" *Consult Factory for additional bearing options.
**Rigid models change 6th digit to 8 (example 7.08688.669.7).
OPTIONS:
e (ptional Top Plates, Consult Factory Standard Mounting:
* Tread Lock Brake - Top Plate Swivel: 5 1/2" x 7 1/4"
* Hand Activated Swivel Lock Bolt Holes Slotted For: 3 3/8" x 5 1/4" or 4 /8" x 6 1/8" centers
e (ptional Load Heights Bolt Size: /2" diameter
BOSTT Kingpinless Swivel and Rigid Top Plate
SER'ES Wheel | Tread CaEr;a:::llty Wheel Descriotion Wheel | Swivel** Caster | Load Swivel Weight
E ” Fﬂrl,"er Dia. | Width (Pounds) P Bearing* Models Height | Radius | (Pounds)
670  [Moldon Rubber (Iron Core) 8.08689.669.7 19
SRSy s 55 000 e autn 1/, | 2000 _|Moldon Polyurethane (iron Core) 8.08689.969.7 23
P— 9500 Phenolic 8.08689.369 151/2
Cast Iron 8.08689.169 231/4
8" 840  [Moldon Rubber (Iron Core) Roller [8.08689.679.7 | 101/8" | 63/16" | 243/4
- Phenolic 8.08689.379 161/2
3" 2500 |Moldon Polyurethane (Iron Core) 8.08689.979.7 273/4
Cast Iron 8.08689.179 27 3/
4500 |Forged Steel 8.08689.279 311/4
790  [Moldon Rubber (Iron Core) 8.10689.669.7 241/2
21/p" 1800 |Cast Iron 8.10689.169 29
2300 |Moldon Polyurethane (Iron Core) 8.10689.969.7 311/4
2500 [Phenolic 8.10689.369 191/2
10" 1000 _|Moldon Rubber (Iron Core) Roller [8.10689.679.7 | 11 1/2" | 73/8" | 251/4
2900 [Phenolic 8.10689.379 191/2
3" 3000 Moldon Polyurethane (Iron Core) 8.10689.979.7 311/2
Cast Iron 8.10689.179 311/2
Standard Features 4500 |Forged Steel 8.10689.279 377/2
® Zinc plated finish 5 1/, 950 |Moldon Rubber (Iron Core) 8.12689.669.7 271/
O giwﬂ%gl ?ggef‘}eggeﬂed 2" 2700 |Moldon Polyurethane (Iron Core) 8.12689.969.7 261/2
1140 |Moldon Rubber (Iron Core 8.12689.679.7 " " 283/4
* 3/8" steel top plate 12" g | 3000 [Cast ron : : Roller 13 92689.170 | 13 /2" | 87/8" 353/,
® 3/4" solid axle with nut 3500 |Phenolic 8.12689.379 243/4
® Fork legs 3/8" thick x 3" Moldon Polyurethane (Iron Core) 8.12689.979.7 40

wide
® Multi-temp lube

OPTIONS:

e (ptional Top Plates, Consult Factory

e Tread Lock Brake
e Hand Activated Swivel Lock
e Optional Load Heights

Fork Leg Spacing: 3 1/2"

*Consult Factory for additional bearing options.
**Rigid models change 6th digit to 8 (example 8.08688.669.7).

Standard Mounting:
Top Plate Swivel: 5 /2" x 7 1/4"

Bolt Holes Slotted For: 3 3/8" x 5 1/4" or 4 1/8" x 6 1/8" centers

Bolt Size: /2" diameter
13
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Wheel Selection

Performa Rubber® Flat Grey Tread Models Performa Rubber® Flat Black Tread Models
Wheel | Tread | Capacity . Wheel Model Wheel | Tread | Capacity . Wheel Model
Dia. | Width |Each (tbs)| "™ | Number Dia. | Width |Each (tbs)| B9 | Number
3" 7/g" | 125 Delrin {1.00003.441 Delrin [5.00004.451.2
Delrin {2.00003.441 4" 2" 350 Roller  [5.00004.459.2
n 1/
312" | 1" 250 1500003 445 Ball_|5.00004.465.2
/8" | 135 Delrin {1.00004.441 Ball  15.00005.465.2
4" 116" | 300 Delrin_|2.00004.441 " 2" 375 Delrin_15.00005.451.2
Ball  ]2.00004.445 Roller_15.00005.459.2
7/8" | 145 Delrin {1.00005.441 500 Ball  [5.00006.465.2
Performae 5" [|1e| 395 |_Delrin [2.00005.441 Performae 6" | 2' | g | Delin_|5.00006.451.2
Rubber Ball  [2.00005.445 Rubber Roller [5.00006.459.2
500 Ball _ [5.00008.465.2
L 2R ~ %, Performa Rubber® Round Grey Tread Models 5 - 7 SERIES g" | o Delrin_15.00008 451 2
Non-marking @ 31121 50"] 210 |-Delin ROOD0ZSET Non-marking industrial 675 [~Roller [5.00008.450.2
ermoplastic - all__ 2.00003.565 strength thermoplastic ; ;
elastomer tread = PRV e Delrin_2.00005 561 _ clastomer tread Co?dqctlve available, consult factory.
bonded to polyolefin Ball  12.00005.565 bonded to ribbed Q‘. Grey flat tread models also
wheel core. polyolefin wheel core. available in 3 to 5 series models.
-.) Grey round tread models
\°) available in 5 series models.
Trans-Forma™ Flat Tread Wheels Trans-Forma™ HD Flat Tread Wheels
Wheel | Tread | Capacity Bearin Wheel Model Wheel | Tread | Capacity Bearin Wheel Model
Dia. | Width |Each (Lbs) 9 Number Dia. | Width |Each (Lbs) 9 Number
Delrin [5.00004.4E1 Delrin [5.00004.4F1
4" 2" 400 Ball  15.00004.4E5 4" 2" 600 Ball  15.00004.4F5
Roller [5.00004.4E9 Roller  [5.00004.4F9
Delrin_ [5.00005.4E1 Delrin [5.00005.4F1
5" | 2* | 500 Ball  [5.00005.4E5 5" | 2" | 750 Ball  [5.00005.4F5
Roller |5.00005.4E9 Roller |5.00005.4F9
- Delrin [5.00006.4E1 Delrin_ {5.00006.4F1
Trans-Forma™ 6" | 2" 600 Ball _ [5.00006.4E5 Trans-Forma™ HD B avAs 900 Ball _ [5.00006.4F5
5 SERIES Roller [5.00006.4E9 5 SERIES Roller  [5.00006.4F9
TPE tread chemically Trans-Forma™ Round Tread Wheels Heavy Duty TPE tread Trans-Forma™ HD Round Tread Wheels
bonded to polyolefin Delrin  |5.00006.5E1 chemically bonded to Delrin 15.00006.5F1
waffle core. 6" | 2 | 450 | _Ball |5.00006.565 GGG 6" | 2' | 650 | Bal [5.00006.5F5
Roller 15.00006.5E9 Roller |5.00006.5F9
Hi-Tech™ Polyurethane Endura Solid Elastomer
Wheel | Tread | Capacity Bearing Wheel Model Wheel | Tread | Capacity | o . Wheel Model
Dia. | Width |Each (Lbs) Number Dia. | Width |Each (Lbs)| "o Number
11" | 50 |—Roller 13.00005.909 Delrin_|5.00004.831.EN
5" Delrin_4.00005.911 4" 2" 1000 Ball  5.00004.835.EN
2" 750 Roller 15.00005.929 Roller  5.00004.839.EN
6" Delrin {4.00006.911 " 2" 1000 Ball  15.00005.835.EN
2" 900 Roller 5.00006.929 Roller_ 15.00005.839.EN
Polyurethane 8" Delrin__|4.00008.911 Endurae Solid 6" | 2" | 1100 [ _Ball |5.00006.835.EN
NN .. s | [
_ or Delrin bearing replace last digit wi elrin_|5. 831,
R (example: 3.00005.901). EEHIES 8" | 2' | 1200 [ _Bal |5.00008.835.EN
Polyurethane tread Ergonomic solid Roller |5.00008.839.EN
mechanically bonded to elastomer design rolls
ribbed polyolefin core. 1 - 2 series models available, easily under heavy
consult factory. loads.
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Wheel Selection

Polyolefin Phenolic
Wheel | Tread | Capacity ] Wheel Model Wheel | Tread | Capacity . Wheel Model
Dia. | Width |Each (tbs)| 2% | " umber Dia. | Width |Each (tbs)| ™™ | Number
0 3" | 78" | 125 | Delrin [1.00003.53 Delrin_[3.00005.301
Delrin {2.00003.53 Roller {3.00005.309
n 1/ 1 /91
312" 114" 230 pai15.00003.55 go (12| 800 Mperin14.00005.311
7/g" 135 Delrin {1.00004.53 Roller [4.00005.319
A" || g75 | Dein_|2.0000453 2" [ 1000 | Roller [5.00005.339
Ball  [2.00004.55 Delrin_ {3.00006.301
. 7/g" 145 Delrin 1.00005.53 . 11| 800 Roller {3.00006.309
Polyolefin 5" |10 | 300 |_Delin [200005.53 Phenolic 6" Delrin_|4.00006.311
Ball  |2.00005.55 Roller 4.00006.319
1- 2 SERIES 2 SEHIES 2" | 1200 | Roller [5.00006.339
Solid polyolefin Molded macerated 2 | 1400 | Roller |5.00008.339
construction resists ] ) fabric filled with g « | 1600 | Roller |6.00008.369
hard impacts and most 3 - 5 series models available, phenolic resin plastic. 212" 5000 T Roller 17.00008 369
chemicals. consult faCTOI’y ' '
Cast Iron Thermo®
Wheel | Tread | Capacity . Wheel Model Wheel | Tread | Capacity . Wheel Model
Dia. | Width |Each (Lbs)| 362" Number Dia. | Width |Each (Lbs)| Co@"d Number
g 2" 1000 Roller [5.00005.139 312" 11/4" | 300 Plain  |2.00003.52HT
21/2" [ 2000 Roller  {7.00005.169 11/4" | 700 Plain  |2.00004.52HT
6" 2" 1500 Roller [5.00006.139 4" [11/2"| 700 Plain ]2.00003.52HT
21/2" [ 2500 Roller {7.00006.169 2 800 Plain  [2.00004.832HT
g 2" 1500 Roller  [5.00008.139 11/4" | 700 Plain_ [2.00005.52HT
3" 2500 Roller {7.00008.169 5" [11/2"| 700 Plain_ 12.00005.812HT
Forged Steel . 2" 800 | Plain_|2.00005.832HT
Steel (Cast Iron Wheel | Tread | Capacity Eea Wheel Model Thermo 6" | 2" 700 Plain [2.00006.832HT
and Forged) Dia. | Width |Each (Lbs) Number 2 - 5 SERIES Available less bearing and with roller bearings,
5 - 7 SERIES 6" 2" 1700 Roller [5.00006.239 Molded from an consult factory.
Excellent for heavy 21/2" | 4000 | Roller [7.00006.269 exclusive engineered
loads when floor 8" | 3" | 4500 | Roller [5.00008.279 resin compound.

protection is not a
factor.

For Delrin bearing replace last digit with 1

(example: 5.00005.131).

-70°F to 475°F.

Moldon
Polyurethane
Cast Iron Core

5 - 7 SERIES

Ultra-durable red
polyurethane tread
bonded to cast iron
core with very high
strength-to-weight
ratio.

Moldon Polyurethane Cast Iron Core

Wheel | Tread | Capacity Bearing Wheel Model
Dia. | Width |Each (Lbs) Number
4" 2" 700 Roller 15.00004.949.7
5" 2" 1000 Roller_15.00005.949.7
6" 2" 1200 Roller 15.00006.949.7
3" 2040 Roller_|7.00006.979.7
g 2" 1500 Roller 15.00008.949.7
3" 2500 Roller_|7.00008.979.7
10" 8" 3000 Roller 17.00010.979.7
12" 3" 3500 Roller |7.00012.979.7

For Delrin bearing replace 9th digit with 1

(example: 5.00004.941.7).
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Triumph™
Tow-Line

5 - 6 SERIES

Industrial strength,
non-marking
polyurethane tread
mechanically and
chemically bonded to
aluminum core.

Triumph™ Crown Tread Red (75 Shore A)

Wheel | Tread | Capacity Bearin Wheel Model
Dia. | Width |Each (Lbs) 9 Number
8" 2" 1200 | Prec. Ball {5.00008.93TS

Triumph™ Crown Tread Brown (90 Shore A)

8" [ 2 [ 1200 [Prec.Ball[5.00008.93TF

@

Triumph™ Round Tread Blue (95 Shore A)

8" | 2" | 1200 |Prec.Ball[5.00008.96TS

Triumph™ Round Tread Red (90 Shore A)

8II | 2||

| 1200 |Prec. Ball [5.00008.96TF

Bore is 1/2" and hub length is 2 7/16" all models.

6" diameter wheels now available.

www.colsoncaster.com
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