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OIL FIELD ROLLER CHAIN

CHAIN DESCRIPTIONS AND DIMENSIONS

Roller chains used in the oil and gas industry are subject to some of the greatest operating loads and harshest environments.  Diamond 
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DIAMOND ACE® CHAIN
The Diamond ACE® (anti-corrosion exterior) chain incorporates an electrochemically bonded, protective exterior coating that is applied prior to 
assembly.  Each individual part is treated before assembly using a electrochemical bonding process that provides maximum resistance to iron 
oxide (red rust) corrosion.  Pre-assembly coating ensures all component parts are thoroughly treated, which prevents internal rust from seep-
ing out and causing contamination.  Diamond ACE features a zinc-nickel and  non-hexavalent chromate coating with a protective lubricant to 

the outer layer, allowing the chain to function without corrosive attack of the base metal.  

Independent salt spray and sprocket drive tests have shown that Diamond ACE is superior in balancing corrosion protection and performance.

NOTE: These chains are not intended to resist corrosion from caustic chemicals or acids.  Stainless steel chain is recommended for those types of         
applications.  Contact Diamond’s application engineers for assistance in selecting the proper chain for your application.

Single pitch drive chains

Dimensions in Inches

Double pitch drive chains

NOTE: FOR SIZES NOT LISTED, CONTACT DIAMOND FOR AVAILABILITY ON A MADE TO ORDER BASIS. 
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