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TRUE-PREEM TPR
SPRAYER HOSE

TUBE/COLOR: TPR, Black

REINFORCEMENT: Polyester Braid
COVER: Black, TPR

APPLICATION: Ideally suited for handling
aqueous-based sprays used in agricultural appli-
cations, including those containing corrosive
chemicals used in crop spraying. Excellent for

insecticides and fungicide spraying.

Part UPC 1.D. O.D. Max W.P. Weight Standard
Number Code (in.) (in.) PSI Per Ft. Length
4198-0254-500 74604105544 8 1/4 .50 250 0.07 500" Reel
4198-0374-500 74604105545 5 3/8 64 250 0.10 500’ Reel
4198-0504-500 74604105546 2 1/2 .81 250 0.16 500" Reel
4198-0624-500 74604105547 9 5/8 96 250 0.22 500’ Reel
4198-0754-500 74604105548 6 3/4 1.12 250 0.28 500" Reel
4198-1004-500 74604105549 3 1 1.39 250 0.41 500’ Reel
4198-1254-500 74604105550 9 1-1/4 1.78 200 0.77 500’ Reel
4198-1504-400 74604105551 6 1-1/2 2.03 200 0.86 400’ Reel
Part UPC Standard Part UPC Standard
Number Code Length Number Code Length
4198-0254-0010 74604105552 3 1/4" x 10° 4198-0254-0025 74604105559 2 1/4" x 25
4198-0374-0010 746041055530 3/8" x 10 4198-0374-0025 74604102165 8 3/8" x 25
4198-0504-0010 74604105554 7 1/2" x 10 4198-0504-0025 74604102168 9 1/2" x 25’
4198-0624-0010 74604105555 4 5/8" x 10’ 4198-0624-0025 74604102208 2 5/8" x 25’
4198-0754-0010 74604105556 1 3/4" x 10 4198-0754-0025 74604102209 9 3/4" x 25
4198-1004-0010 74604105557 8 1”x 10 4198-1004-0025 74604102560 8 1" x 25
4198-0254-0050 74604105558 5 1/4” x 50’ 4198-0254-0100 746041022907 1/4” x 100
4198-0374-0050 74604102167 2 3/8” x 50 4198-0374-0100 74604102216 7 3/8" x 100
4198-0504-0050 74604102169 6 1/2” x 50 4198-0504-0100 74604102170 2 1/2" x 100
4198-0624-0050 746041021719 5/8" x 50’ 4198-0624-0100 74604102251 8 5/8" x 100’
4198-0754-0050 74604102172 6 3/4” x 50 4198-0754-0100 74604102218 1 3/4" x 100
4198-1004-0050 74604102173 3 1" x 50 4198-1004-0100 74604102219 8 1" x 100

Packaging: 10°, 25°, 50’ (skin-packed with label) / 100"’ Boxed
Note: Not for use with anhydrous ammonia




EVA TUBING

SHRINK WRAP W/ LABEL

Part UPC 1.D. x Wall Reels
Number Code
4507-0406 74604105693 3 1/4" x 1/8" 100’
4507-0610 74604105694 0 3/8"x1/8” 100’
4507-0812 74604105695 7 1/2" x 1/8" 100’
4507-1014 74604105696 4 5/8"x 1/8” 100’
4507-1214 74604105697 1 3/4"x 1/8” 100’
4507-1620 74604105698 8 1"x 5/32" 100
SHRINK-WRAPPED COIL W/ LABEL
Part UPC L.D. x Wall Length
Number Code
4507-0610-0025 74604105699 5 3/8"x1/8” 25’
4507-0812-0025 74604105700 8 1/2" x 1/8" 25’
4507-1014-0025 74604105718 3 5/8"x 1/8” 25’
4507-1214-0025 74604105701 5 3/4"x1/8” 25’
4507-1620-0025 74604105702 2 1"x 5/32" 25’
4507-0610-0050 74604105967 5 3/8"x1/8” 50’
4507-0812-0050 74604105968 2 1/2"x 1/8” 50’
4507-1014-0050 746041057190 5/8"x 1/8” 50’
4507-1214-0050 74604105705 3 3/4"x 1/8” 50’
4507-1620-0050 74604105706 0 1"x 5/32" 50’
BOXED
Part UPC I.D. x Wall Length
Number Code
4507-0610-0100 74604105707 7 3/8"x 1/8” 100’
4507-0812-0100 74604105708 4 1/2" x 1/8" 100’
4507-1014-0100 74604105709 1 5/8"x 1/8” 100’
4507-1214-0100 746041057107 3/4"x 1/8” 100’
4507-1620-0100 74604105711 4 1"x5/32" 100’
REINFORCED EVA HOSE SHRINK WRAP W/LABEL
Part UPC 1.D. x Wall Coiled
Number Code
4508-0381 74604105713 8 3/8” x 0.55" 300’
4508-0501 74604105714 5 1/2" x 0.69" 300’
4508-0751 74604105716 9 3/4” x 0.99" 200’
4508-1001 74604105717 6 1”x 1.28” 200’

Application: To handle common herbicides/insecticide solutions. Used for application of anhydrous ammonia,
aqua ammonia, phosphate and all liquid fertilizers. Will not crack or harden, even in freezing temperatures.
Construction is Ethylene vinyl acetate with operating temperature range of -50° F to 125° F.

NOTE: Not for transfer of anhydrous ammonia under pressure. For open end discharge only.



PVC WATER
DISCHARGE HOSE

Bt {;V
CAM & GROOVE COUPLED

A\

PIN LUG COUPLED

TUBE/COLOR: Plasticized PVC, smooth, blue
REINFORCEMENT: Synthetic fabric
COVER: Plasticized PVC, smooth, weather, ozone, UV resistant

APPLICATION: For water discharge in construction, agriculture
or equipment rental.

Part UPC 1.D. Max W.P. Weight Standard
Number Code in. PSI Per Ft. Length
4502-1500 74604102253 2 1-1/2 85 21 300’
4502-1500-050 746041022105 1-1/2 85 21 50
4502-2000 74604102107 8 2 85 .25 300’
4502-2000-050 74604102205 1 2 85 .25 50
4502-3000 74604105507 3 3 70 .39 300°
4502-3000-050 74604102261 7 3 70 .39 50

UPC.

NUMBER

SHORT SHANK - PIN LUG COUPLED

Coupled with Male/Female Aluminum/Brass

Pin Lug (NPT Couplings

PART NUMBER
x 50’

74604105508 0

4502-1500-050AB

74604105509 7

4502-2000-050AB

74604105510 3

PART NUMBER UPC.
x 25’ NUMBER
1-1/2 4502-1500-025AB 746041055110 1-1/2
2 4502-2000-025AB 74604105512 7 2
3 4502-3000-025AB 74604105513 4 3

4502-3000-050AB

CAM & GROOVE COUPLED - (PP)] POLYPROPYLENE

UPC.

NUMBER

Coupled with “C” Female Coupler
“E” Male Adapter

PART NUMBER
x 50’

74604105514 1

4502-1500-050CEP

74604105515 8

4502-2000-050CEP

74604105516 5

PART NUMBER UPC.
x 25’ NUMBER
1-1/2 4502-1500-025CEP (74604105517 2 1-1/2
2 4502-2000-025CEP | 74604105518 9 2
3 4502-3000-025CEP | 74604105519 6 3

4502-3000-050CEP




RED (HEAVY DUTY) PVC WATER DISCHARGE HOSE

TUBE: Plasticized PVC, smooth, black

REINFORCEMENT: Synthetic fabric

COVER: Plasticized PVC, smooth, weather, ozone, UV resistant.
COLOR: Red

TEMPERATURE RANGE: -14°F to +150°F
FEATURES: High working pressures, economical, easy to handle, rolls flat.

Manufactured for tough abuse.

APPLICATION: For water discharge in construction, mining, agriculture and
heavy duty equipment rental.

Part I.D. Wall Max W.P. Weight Standard
Number in. mm. Thickness Prox PSI Per Ft. Length
4510-1500 11/2 38 0.081" 170 .28 300
4510-2000 2 51 0.089" 170 .30 300
4510-3000 3 76 0.098" 160 46 300
4510-4000 4 102 0.110" 150 67 300
4510-6000 6 152 0.121” 150 1.08 300

SINGLE JACKET MILL DISCHARGE HOSE

TUBE: SBR, rubber, smooth
COVER: 100% Polyester single jacket.

COLOR: White

TEMPERATURE RANGE: -25°F to +185°F

FEATURES: Water resistant cover that will not rot or mildew,
economical, rolls up for easy storage.

APPLICATION: For water discharge on pumps, service in rental
yards, utility and municipal dewatering.

Outstanding service life.

Part 1.D. Service Test Weight Standard
Number in. (Psi) (Psi) Per Ft. Length
4705-1500 1-1/2 230 600 0.23 50’
4705-1501 1-1/2 230 600 0.23 100°
4705-2000 2 230 600 0.28 50
4705-2500 2-1/2 200 550 0.39 50
4705-2501 2-1/2 200 550 0.39 100°
4705-3000 3 200 550 0.50 50
4705-3001 3 200 550 0.50 100°
4705-4000 4 200 550 0.66 50
4705-4001 4 200 550 0.66 100°




GREEN PVC WATER SUCTION HOSE
CLEAR/WHITE HELIX PVC WATER SUCTION HOSE

TUBE: PVC, smooth, green or clear
REINFORCEMENT: PVC helix

COVER: PVC, smooth to lightly corrugated, weather,

ozone and UV resistant.

COLOR: Green (4601), Clear with White helix (4615).
TEMPERATURE RANGE: -14°F to +150°F

FEATURES: Lightweight and flexible with a smooth, non-restricting tube.
Use 4610 for visual flow inspection.
APPLICATION: Suction, discharge or gravity flow of water, salt water and mild diluted
acids in construction, agriculture, mining or equipment rental.

Part UPC I.D. O.D. Max W.P. Weight Bend Standard
Number Code in. in. PSI Per Ft. Radius Length
4601-1000 74604105562 1 1.22 100 .20 5" 100°
4601-1250 746041021504 1-1/4 1.50 100 .26 6" 100’
4601-1500 746041021511 1-1/2 1.77 100 35 7" 100’
4601-2000 746041021528 2 2.32 100 54 9" 100’
4601-3000 746041055639 3 3.35 75 .93 14" 100°

Part UPC I.D. O.D. Max W.P. Weight Bend Standard
Number Code in. in. PSI Per Ft. Radius Length
4615-0750 746041055684 3/4 0.95 100 .16 2" 100
4615-1000 74604105564 6 1 1.22 100 .20 5" 100’
4615-1250 746041055653 1-1/4 1.50 100 .26 6" 100
4615-1500 746041055660 1-1/2 1.77 100 .35 7" 100’
4615-2000 746041055677 2 2.32 100 .54 9" 100
4615-3000 746041055684 3 3.35 75 93 14" 100’

SHORT SHANK - PIN LUG COUPLED

Coupled with Male/Female Aluminum/Brass Pin Lug (NPT Couplings

PART NO. 1.D. 15° 20’ 25’

4601/4615 1-1/2 -15015AB -15020AB -15025AB
4601/4615 2 -20015AB -20020AB -20025AB
4601/4615 3 -30015AB -30020AB -30025AB

CAM & GROOVE COUPLED - (PP) POLYPROPYLENE (NY) NYLON
Coupled with “C” Female Coupler “E” Male Adapter

4601/4615 1-1/2 -15015PP/NY -15020PP/NY -15025PP/NY
4601/4615 2 -20015PP/NY -20020PP/NY -20025PP/NY
4601/4615 3 -30015PP/NY -30020PP/NY -30025PP/NY

i ol g

COUPLING
STYLES

(AB) Pin Lug

(PP) Polypropylene

(NY) Nylon



EPDM RUBBER FERTILIZER SOLUTION SUCTION HOSE

TUBE: EPDM, smooth, black

REINFORCEMENT: Synthetic cord with wire helix

COVER: EPDM, weather and ozone resistant, fabric
impression

COLOR: Black

TEMPERATURE RANGE: -25°F to +185°F

FEATURES: Resistant to water based ag fertilizers and
salt water. Flexible and economical.

APPLICATION: Lightweight & flexible suction/discharge hose
for agriculture, construction, mining and equipment rental. Hose is resistant to
herbicides/pesticides including Lasso®. Outstanding flexibility in cold weather.

Part Max W.P. Weight Bend Standard
Number (Psi) Per Ft. Radius Length
4450-0125-100 746041055691 1-1/4 1.70 150 0.75 6" 100°
4450-0150-100 746041055707 1-1/2 1.96 150 0.80 8" 100°
4450-0200-100 74604105571 4 2 2.49 150 1.11 12" 100
4450-0300-100 74604105572 1 3 3.50 100 2.24 18" 100°

SHORT SHANK - PIN LUG COUPLED
Coupled with Male/Female Aluminum/Brass Pin Lug (NPT Couplings

PART NO. 1.D. 15° r{ 25’

4450-0125 1-1/4 -12515AB -12520AB -12525AB
4450-0150 1-1/2 -15015AB -15020AB -15025AB
4450-0200 2 -20015AB -20020AB -20025AB
4450-0300 3 -30015AB -30020AB -30025AB

CAM & GROOVE COUPLED - (PP) POLYPROPYLENE (NY]) NYLON
Coupled with “C” Female Coupler “E” Male Adapter

4450-0125 1-1/4 -12515PP/NY -12520PP/NY -12525PP/NY
4450-0150 1-1/2 -15015PP/NY -15020PP/NY -15025PP/NY
4450-0200 2 -20015PP/NY -20020PP/NY -20025PP/NY
4450-0300 3 -30015PP/NY -30020PP/NY -30025PP/NY

(AB) Pin Lug
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COUPLING
STYLES

o]

(PP) Polypropylene (NY) Nylon



FARM TANK FUEL
TRANSFER HOSE

WITH COPPER STATIC WIRE

4126 BLACK

® Oil resistant tube and cover (Nitrile/PVC| specially formulated to
transfer gasoline, kerosene, diesel, bio-diesel and oil. (not CARB (6" Internal Spring Guard)
2006 approved)

® Deliver fuel to construction and agricultural equipment where UL

approval is not required.

® Versatile - use with 12 or 110-volt Electric Pumps. (Not for

commercial pump usage)

® Coiled and labeled with Point of Purchase “Features and Benefits.”

Bend Restrictor

Static Wire
(Prevents Static Build-Up)

COUPLED

Male x Male with Static Wire, internal Spring Guards to

prevent hose kinking at connections.

PART NUMBER

4126 BLACK

PART NUMBER

4127 GREEN

74604101928 0

3/4"x10’

4126-07510A

74604105550 1

3/4"x10’

4127-07510A

74604101929 7

3/4"x12'

4126-07512A

746041054915

3/4"x12

4127-07512A

74604101930 3

3/4"x14’

4126-07514A

74604105502 8

3/4"x14’

4127-07514A

746041019310

3/4"x15’

4126-07515A

74604105492 2

3/4"x15’

4127-07515A

74604101932 7

3/4"x20’

4126-07520A

74604105503 5

3/4"x20’

4127-07520A

74604101934 1

1"x10’

4126-10010A

74604105504 2

1"x10’

4127-10010A

74604101935 8

1"x12’

4126-10012A

74604105493 9

1"x12’

4127-10012A

74604101936 5

1"x14°

4126-10014A

74604105505 9

1"x14°

4127-10014A

74604101937 2

1"x15°

4126-10015A

74604105494 6

1"x15°

4127-10015A

74604101938 9

1"x20’

4126-10020A

74604105506 6

1"x20’

4127-10020A

BULK HOSE

Static

Wire

Part
Number

1.03"
1.50"

4126/27-0752
4126/27-1002




POLYURETHANE AIR HOSE
200 W.PSI - 800 B.PSI

o= 5 .'-_
e’ POLYURETHANE

. . \AIR HOSE

[
T

M 75% Lighter Than Rubber65% Lighter Than PVC

M 65% Lighter Than PVC

|ZI Totally Flexible to -40° F - Resists Kinking

|ZI Coupled 1/4” MPT, Swivel Ends with Bend Restrictors

|ZI Fittings are Reattachable

|ZI Excellent Oil/Solvent Resistance - Totally UV Stabilized.

4175-0025-050MS 1/4” 50’ 74604105894 4
4175-0025-100MS 1/4" 100’ 74604105895 1




300# PREMIUM PVC AIR HOSE

Application/Features:
® For use with air compressors, staplers, nailers ® 300 Psi working, 1200 Psi burst
and pneumatic tools. ® Coiled, shrink-wrapped with label
® Excellent temperature range.
® Coupled 1/4” Male x Male NPT brass. Includes
PVC bend restrictors.

4103-025406 1/4 6 74604105636 0 300 Psi
4103-025425 1/4 25' 74604102057 6 300 Psi
4103-025450 1/4 50 74604102056 9 300 Psi
4103-037425 3/8 25' 74604102059 0 300 Psi
4103-037450 3/8 50 74604102058 3 300 Psi

300# PREMIUM SBR RUBBER AIR HOSE

Features:
® For use with air compressors, staplers, nailers ® 300 Psi working, 1200 Psi burst
and pneumatic tools. ® QOutstanding low temperature flexibility.

® A truly heavy duty, extremely durable rubber hose. @ Coiled, shrink-wrapped with label.
® Coupled 1/4” Male x Male NPT brass.

Part Length
Number . Ft.
4120-025425 1/4 25 746041057237 300 Psi
4120-025450 1/4 50 74604105724 4 300 Psi
4120-037425 3/8 25 74604105725 1 300 Psi
4120-037450 3/8 50 74604105524 0 300 Psi
4120-050425 1/2 25 74604105726 8 300 Psi
4120-050450 1/2 50 74604105727 5 300 Psi




HYDRAULIC HOSE ASSEMBLIES

SAE 100R2 (2-Wire Braid)

Male Solid NPT

Male Solid NPT

SAE 100R2AT (2 WIRE) SOLID MALE NPT BOTH ENDS

UPC CODE JASON PART NO. DESCRIPTION
74604102144 3 4920-0038-0012 3/8x12
746041021450 4920-0038-0018 3/8x 18"
74604102122 1 4920-0038-0024 3/8 x 24"
74604102184 9 4920-0038-0030 3/8 x 30"
74604102126 9 4920-0038-0036 3/8 x 36"
74604102127 6 4920-0038-0048 3/8 x 48"
74604102123 8 4920-0038-0060 3/8 x 60"
74604102128 3 4920-0038-0072 3/8x72"
74604102146 7 4920-0038-0084 3/8 x 84"
746041021290 4920-0038-0096 3/8 x 96"
746041021306 4920-0038-0108 3/8 x 108"
74604102147 4 4920-0038-0120 3/8 x 120"
746041021757 4920-0038-0132 3/8 x 132"
74604102131 3 4920-0038-0144 3/8 x 144"
74604105495 3 4920-0038-0168 3/8 x 168"
74604102148 1 4920-0050-0012 1/2x 12"
74604102149 8 4920-0050-0018 1/2x 18"
746041021320 4920-0050-0024 1/2 x 24"
74604102178 8 4920-0050-0030 1/2 x 30"
74604102124 5 4920-0050-0036 1/2 x 36"
74604102177 1 4920-0050-0042 1/2 x 42"
74604102188 7 4920-0050-0048 1/2 x 48"
746041021160 4920-0050-0060 1/2 x 60"
74604102117 7 4920-0050-0072 1/2x72"
74604102118 4 4920-0050-0084 1/2 x 84"
746041021192 1 4920-0050-0096 1/2 x 96"
746041021207 4920-0050-0108 1/2 x 108"
74604102125 2 4920-0050-0120 1/2 x 120"
74604102176 4 4920-0050-0132 1/2x 132"
74604102121 4 4920-0050-0144 1/2 x 144"
746041021795 4920-0050-0156 1/2 x 156"
74604102180 1 4920-0050-0168 1/2 x 168"
74604102181 8 4920-0050-0180 1/2 x 180"
74604102192 4 4920-0050-0192 1/2x 192"
74604102303 4 4920-0050-0240 1/2 x 240"
UPC CODE JASON PART NO. DESCRIPTION
746041055257 4920-0025-0018 1/4x 18"
74604105526 4 4920-0025-0024 1/4 x 24"
74604105527 1 4920-0025-0036 1/4 x 36"
74604105528 8 4920-0025-0048 1/4 x 48"
74604105529 5 4920-0025-0060 1/4 x 60"
UPC CODE JASON PART NO. DESCRIPTION
74604105496 0 4920-0075-0018 3/4x 18"
74604105497 7 4920-0075-0024 3/4 x 24"
74604105498 4 4920-0075-0036 3/4 x 36"
74604105499 1 4920-0075-0048 3/4 x 48"
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3/8” x 2 WIRE BRAID

1/2” x 2 WIRE BRAID

.P.

4000 Psi

3500 Psi W.P.

MALE x MALE PIPE SWIVEL

SAE 100R2 (2-Wire Braid) Male Solid NPT Male Swivel NPT

SAE 100R2AT (2 WIRE) MALE SOLID x MALE SWIVEL NPT

UPC CODE JASON PART NO. DESCRIPTION
74604105330 7 4921-0038-0018 3/8x 18"
74604105331 4 4921-0038-0024 3/8x 24"
74604105332 1 4921-0038-0030 3/8 x 30"
74604105333 8 4921-0038-0036 3/8 x 36"
74604105334 5 4921-0038-0048 3/8x 48"
74604105335 2 4921-0038-0060 3/8 x 60"
74604105336 9 4921-0038-0072 3/8x72"
74604105337 6 4921-0038-0084 3/8x 84"
74604105338 3 4921-0038-0096 3/8 x 96"
74604105339 0 4921-0038-0108 3/8 x 108"
74604105340 6 4921-0038-0120 3/8 x 120"
74604105341 3 4921-0038-0132 3/8x 132"
74604105342 0 4921-0038-0144 3/8 x 144"
74604105343 7 4921-0050-0012 1/2x 12"
74604105344 4 4921-0050-0018 1/2x 18"
74604105345 1 4921-0050-0024 1/2 x 24"
74604105346 8 4921-0050-0030 1/2 x 30"
74604105347 5 4921-0050-0036 1/2 x 36"
74604105348 2 4921-0050-0042 1/2 x 42"
74604105349 9 4921-0050-0048 1/2 x 48"
74604105350 5 4921-0050-0060 1/2 x 60"
74604105351 2 4921-0050-0072 1/2x72"
74604105352 9 4921-0050-0084 1/2 x 84"
74604105353 6 4921-0050-0096 1/2 x 96"
74604105354 3 4921-0050-0108 1/2x 108"
74604105355 0 4921-0050-0120 1/2 x 120"
74604105356 7 4921-0050-0132 1/2 x 132"
74604105357 4 4921-0050-0144 1/2 x 144"
74604105358 1 4921-0050-0156 1/2 x 156"
74604105359 8 4921-0050-0168 1/2x 168"
74604105360 4 4921-0050-0180 1/2 x 180"
74604105361 1 4921-0050-0192 1/2 x 192"
74604105362 8 4921-0050-0240 1/2 x 240"

HYDRAULIC HOSE - BULK
HOSE STYLE I.D. O.D. WORKING BURST MIN. BEND LBS./ UPC PART
(in.) (in.) | PRESSURE (Psi) PRESSURE (Psi) RADIUS FT. CODE NO.
174" | 59 5000 20000 4" 25 | 74604105431 1|R2ATS-04
3/8" 74 4000 16000 57 .34 74604105432 8| R2ATS-06
1/2" .87 3500 14000 7" 43 74604105433 5| R2ATS-08
3/4” | 1.16 2250 9000 9" .67 74604105434 2| R2ATS-12
1” 1.50 2000 8000 12" 1.00 74604105435 9| R2ATS-16
GREASE GUN EXTENSION HOSE
HOSE STYLE DESCRIPTION W.P. B.P. UPC PART NO.
3/16"1.D.x 12" 3000+# 12,000# 74604105942 2 GWH1200
3/16"1.D.x 18" 3000# 12,000# 74604105943 9 GWH1800
3/16" 1.D. x 24" 30004# 12,000# 74604105944 6 GWH2400
3/16" 1.D. x 36" 3000+# 12,000# 74604105945 3 GWH3600

For use with hand and air powered grease guns. Other lengths available upon request.



CLEAR VINYL TUBING

TUBE: Clear, flexible tubing
TEMPERATURE RANGE: +25°F to +150°F

APPLICATION: Use for air conditioning and refrigeration condensate
drain, condensate pump discharge lines, humidifier
overflows and many more industrial and domestic uses.

Part 1.D. O.D. Wall Thickness Standard
Number in. in. in. Length
4505-0406 1/4 3/8 1/16 100’
4505-0408 1/4 1/2 1/8 100°
4505-0608 3/8 1/2 1/16 100’
4505-0610 3/8 5/8 1/8 100°
4505-0810 1/2 5/8 1/16 100°
4505-0812 1/2 3/4 1/8 100’
4505-1014 5/8 7/8 1/8 100’
4505-1216 3/4 1 1/8 100°
4505-0810 1 1-1/4 1/8 100’

Shrink wrap w/ label

BRAIDED PVC TUBING

TUBE: PVC crystal clear, non-toxic, FDA
REINFORCEMENT: Synthetic braid

COVER: PVC crystal clear, non-toxic, FDA.
COLOR: Clear
TEMPERATURE RANGE: +14°F to +140°F

FEATURES: One piece long length coils, smooth as glass tube.
Resists chemical, ozone and weather deterioration.

APPLICATION: Potable water, air lines, packaging equipment, pneumatic

lines and other visual flow applications.

Part 1.D. O.D. Max W.P. Weight Braid Standard
Number in. in. PSI Per Ft. Length
4511-0251 1/4 47 250 .05 1 100
4511-0381 3/8 .59 225 .10 1 100’
4511-0501 1/2 74 200 13 1 100
4511-0631 5/8 .87 200 .18 1 100
4511-0751 3/4 1.02 200 21 1 100
4511-1001 1 1.30 180 .30 1 100

Shrink wrap w/ label
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Cam and Groove Couplings

Size Aluminum Polypro Size Aluminum Polypro

1/2" AO050P 1/2" DO50P

3/4 AO075A A075P 3/4 DO75A DO75P

1 AT00A A100P 1 D100A D100P

1-1/4 Al125A AI125P 1-1/4 D125A D125P

1-1/2 AI150A A150P 1-1/2 D150A D150P

Adapter x Female NPT 2 A200A A200P 2 D200A D200P

3 A300A A300P Coupler x Female NPT 3 D300A D300P

B E

Size Aluminum Polypro Size Aluminum Polypro

1/2" BO50P i 1/2" EO50P

3/4 BO75A BO75P ' 3/4 EO75A EO75P

1 B100A B100P — 1 E100A E100P

1-1/4 B125A B125P 4 1-1/4 E125A E125P

1-1/2 B150A B150P - 1-1/2 E150A E150P

2 B200A B200P 2 E200A E200P

Coupler x Male NPT 3 B300A B300P 3 E300A E300P

Adapter x Hose Shank
C F

Size Aluminum Polypro Size Aluminum Polypro

1/2" CO50P ] 1/2" FO50P

3/4 CO75A CO75P 3/4 FO75A FO75P

1 C100A C100P 1 F100A F100P

1-1/4 CI125A C125P ; 1-1/4 F125A F125P

1-1/2 C150A C150P 1-1/2 F150A F150P

2 C200A C200P ; 2 F200A F200P

3 C300A C300P Adapter x Male NPT 3 F300A F300P

Coupler x Hose Shank
DC DP

Size  Aluminum Polypro Size  Aluminum Polypro
1/2" DCO50P 1/2" DPO50P
3/4 DCO75A DCO75P 3/4 DPO75A DPO75P
1 DC100A DC100P 1 DP100A DP100P
1-1/4 DCI125A DC125P - 1-1/4 DP125A DP125P
1-1/2 DCI150A DCI150P 1-1/2 DP150A DP150P
2 DC200A DC200P - 2 DP200A DP200P
3 DC300A DC300P 3 DP300A DP300P

Dust Plug

Used on the submersed end of suction hose to prevent debris from entering the pump during operation. All threads
are NPS. (trash strainers are square hole).

|
Round Hole Square Hole Bottom Hole Polypropylene

Size Part No Part No Part No Part No
1-1/2 RHS150 SHS150 BHS150 PS150

2 RHS200 SHS200 BHS200 PS200
2-1/2 RHS250 SHS250

3 RHS300 SHS300 BHS300

4 RHS400 SHS400

13 6 RHS600 SHS600
8 RHS800



Pin Lug Shank Couplings

Threaded couplings for suction or discharge of water or other fluids. Standard threading is NPSH; National Pipe Straight
Hose.1-1/2" and 2-1/2" are available with additional NST thread; American National Fire Hose Straight Thread. (NST does
not interchange). Pin lugs are on all sizes of female end. 2-1/2" through 6" have pin lugs on male end.

SET (M X F) FEMALE
SET Size Thread Aluminum FEMALE Size Thread Aluminum
W Brass Swivel W Brass Swivel
1-1/2 NPSH AB150 1-1/2 NPSH AB150F

2 NPSH AB200 2 NPSH AB200F

3 NPSH AB300 3 NPSH AB300F

4 NPSH AB400 4 NPSH AB400F
REPLACEMENT WASHERS for Pin Lug couplings
SIZE 11/2 11/2 NST 2 21/2 2 1/2 NST 3 4 6
PART NO HW 150 HW 150NST HW200 HW250 HW250NST HW300 HW400 HW600

Combination Hose Nipple

CN's are used in a variety of fluid applications. They are available in unplated steel,
plated steel, polypropylene and nylon glass. End (male) threads are NPT (will mate with
foot valves, strainers, cam and groove part A, D etc.) and are the same size as shank.

Hose ID 1/2 3/4 1 1-1/4 1-1/2 2
Part No

Plated CNO50P CNO75P CN100P CN125P CN150P CN200P
Polypropylene = CNO50PP CNO75PP CN100PP CN125PP CN150PP CN200PP
Ny Glass CNO50NY CNO75NY CN100ONY CN125NY CN150NY CN200NY
Hose ID 2-1/2 3 4 6

Part No

Plated CN250P CN300P CN400P CNG60OP

Polypropylene  CN250PP CN300PP CN400PP

Ny Glass CN250NY CN30ONY CN400NY

14
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MALE x FEMALE STRAIGHT ADAPTERS

DESCRIPTION UPC JASON
CODE PART NO.
1/8 Male Pipe x 1/8 Female Pipe Swivel 74604105641 4 1404-2-2
1/4 Male Pipe x 1/4 Female Pipe Swivel 74604105444 1 1404-4-4
1/4 Male Pipe x 3/8 Female Pipe Swivel 74604105642 1 1404-4-6
3/8 Male Pipe x 1/4 Female Pipe Swivel 74604105643 8 1404-6-4
3/8 Male Pipe x 3/8 Female Pipe Swivel 74604105443 4 1404-6-6
3/8 Male Pipe x 3/8 Female Pipe Swivel, 74604105447 2 1404-6-6R031
Restricted 1/32
3/8 Male Pipe x 3/8 Female Pipe Swivel, 74604105448 9 1404-6-6R062
Restricted 1/16
M 3/8 Male Pipe x 1/2 Female Pipe Swivel 74604105445 8 1404-6-8
1/2 Male Pipe x 1/4 Female Pipe Swivel 74604105644 5 1404-8-4
1/2 Male Pipe x 3/8 Female Pipe Swivel 74604105446 5 1404-8-6
1/2 Male Pipe x 1/2 Female Pipe Swivel 74604105449 6 1404-8-8
1404 1/2 Male Pipe x 1/2 Female Pipe Swivel, 74604105450 2 1404-8-8R031
Restricted 1/32
1/2 Male Pipe x 1/2 Female Pipe Swivel, 74604105451 9 1404-8-8R062
Restricted 1/16
1/2 Male Pipe x 3/4 Female Pipe Swivel 74604105645 2 1404-8-12
3/4 Male Pipe x 1/2 Female Pipe Swivel 74604105646 9 1404-12-8
3/4 Male Pipe x 3/4 Female Pipe Swivel 74604105535 6 1404-12-12
3/8 Male JIC x 3/4 Female Pipe 74604105647 6 2405-6-6
H:Mﬂ: 1/2 Male JIC x 3/8 Female Pipe 74604105463 2 2405-8-6
1/2 Male JIC x 1/2 Female Pipe 74604105648 3 2405-8-8
5/8 Male JIC x 1/2 Female Pipe 74604105464 9 2405-10-8
2405
1/2 Male O-Ring x 1/2 Female JIC Swivel 74604105649 0 6402-8-8
1/4 Female O-Ring x 1/4 Male Pipe 74604105650 6 6404-4-4
3/8 Female O-Ring x 3/8 Male Pipe 74604105651 3 6404-6-6
1/2 Female O-Ring x 3/8 Male Pipe 746041056520 6404-8-6
1/2 Female O-Ring x 1/2 Male Pipe 74604105466 3 6404-8-8
6404 5/8 Female O-Ring x 1/2 Male Pipe 74604105653 7 6404-10-8




MALE x FEMALE STRAIGHT ADAPTERS

FEMALE x FEMALE STRAIGHT ADAPTERS

DESCRIPTION UPC JASON
CODE PART NO.
3/8 Male Pipe x 3/8 Female JIC Swivel 74604105654 4 6505-6-6
& 1/2 Male Pipe x 1/2 Female Pipe Swivel 74604105655 1 6505-8-8
6505
— 1/4 Male O-Ring x 1/4 Female Pipe Swivel 74604105656 8 6900-4-4
3/8 Male O-Ring x 1/4 Female Pipe Swivel 74604105657 5 6900-6-4
3/8 Male O-Ring x 3/8 Female Pipe Swivel 74604105658 2 6900-6-6
— 1/2 Male O-Ring x 3/8 Female Pipe Swivel 74604105477 9 6900-8-6
6900 1/2 Male O-Ring x 1/2 Female Pipe Swivel 74604105478 6 6900-8-8
5/8 Male O-Ring x 1/2 Female Pipe Swivel 74604105479 3 6900-10-8
1/2 Male O-Ring x 3/8 Female Pipe 74604105659 9 6410-8-6
1/2 Male O-Ring x 1/2 Female Pipe 74604105660 5 6410-8-8
1/2 Male O-Ring x 5/8 Female Pipe 74604105661 2 6410-8-10
5/8 Male O-Ring x 1/2 Female Pipe 74604105662 9 6410-10-8
6410

— 1/4 Female Pipe x 1/4 Female Pipe Swivel 74604105536 3 1405-4-4
3/8 Female Pipe x 3/8 Female Pipe Swivel 74604105452 6 1405-6-6
] 1/2 Female Pipe x 3/8 Female Pipe Swivel 74604105664 3 1405-8-6
1/2 Female Pipe x 1/2 Female Pipe Swivel 74604105453 3 1405-8-8
1405 3/4 Female Pipe x 3/4 Female Pipe Swivel 74604105665 0 1405-12-12
3/8 Female Pipe x 3/8 Female Pipe 74604105454 0 1406-6-6
Dual Swivel Union
1/2 Female Pipe x 1/2 Female Pipe 746041054557 1406-8-8
Dual Swivel Union
1/2 Female O-Ring x 1/2 Female Pipe 746041054700 6420-8-8
1/2 Female O-Ring x 1/2 Female O-Ring 746041054717 6425-8-8
1/4 Female Pipe x 1/4 Female JIC Swivel 74604105665 0 6506-4-4
3/8 Female Pipe x 3/8 Female JIC Swivel 74604105472 4 6506-6-6
3/8 Female Pipe x 1/2 Female JIC Swivel 74604105473 1 6506-6-8
1/2 Female Pipe x 1/2 Female JIC Swivel 74604105474 8 6506-8-8
5/8 Female Pipe x 1/2 Female JIC Swivel 74604105666 7 6506-10-8

MALE x MALE STRAIGHT ADAPTERS

2404

3/8 Male JIC x 1/4 Male Pipe
3/8 Male JIC x 3/8 Male Pipe
3/8 Male JIC x 1/2 Male Pipe
1/2 Male JIC x 3/8 Male Pipe
1/2 Male JIC x 1/2 Male Pipe
5/8 Male JIC x 1/2 Male Pipe
3/4 Male JIC x 3/4 Male Pipe

746041055400
74604105541 7
74604105667 4
74604105668 1
74604105669 8
74604105542 4
74604105670 4

2404-6-4
2404-6-6
2404-6-8
2404-8-6
2404-8-8
2404-10-8
2404-12-12
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MALE x MALE STRAIGHT ADAPTERS

DESCRIPTION UPC JASON
CODE PART NO.
3/8 Male Pipe x 3/8 Male Pipe 74604105679 7 5404-6-6
1/2 Male Pipe x 3/8 Male Pipe 74604105680 3 5404-6-8
1/2 Male Pipe x 1/2 Male Pipe 74604105681 0 5404-8-8
1/2 Male JIC x 3/8 Male Boss O-Ring 74604105682 7 6400-8-6
1/2 Male JIC x 1/2 Male Boss O-Ring 74604105683 4 6400-8-8
1/2 Male JIC x 5/8 Male Boss O-Ring 74604105684 1 6400-8-10
1/2 Male O-Ring x 3/8 Male Pipe 74604105685 8 6401-8-8
6401
1/2 Male JIC x 1/2 Male JIC 74604105686 5 2403-8-8
2403
REDUCER BUSHINGS
i 3/8 Male Pipe x 1/4 Female Pipe 74604105465 6 5406-6-4
1/2 Male Pipe x 3/8 Female Pipe 74604105687 2 5406-8-6
i 3/4 Male Pipe x 1/2 Female Pipe 74604105688 9 5406-12-8
54006
90 DEGREE ADAPTERS
1/4 Male Pipe x 1/4 Female Pipe Swivel, 90° 74604105537 0 1501-4-4
3/8 Male Pipe x 3/8 Female Pipe Swivel, 90° 74604105457 1 1501-6-6
3/8 Male Pipe x 1/2 Female Pipe Swivel, 90° 74604105538 7 1501-6-8
1/2 Male Pipe x 3/8 Female Pipe Swivel, 90° 74604105539 4 1501-8-6
1/2 Male Pipe x 1/2 Female Pipe Swivel, 90° 74604105458 8 1501-8-8
3/4 Male Pipe x 1/2 Female Pipe Swivel, 90° 74604105689 6 1501-12-8
3/4 Male Pipe x 3/4 Female Pipe Swivel, 90° 74604105456 4 1501-12-12
3/8 Female Pipe x 3/8 Pipe Swivel, 90° 74604105459 5 1502-6-6
3/8 Female Pipe x 3/8 Pipe Swivel, 90° 74604105460 1 1502-8-8
1502
-m 3/8 Male JIC x 3/8 Pipe Rigid, 90° 74604105690 2 2501-6-6
3/8 Male JIC x 1/2 Pipe Rigid, 90° 74604105691 9 2501-6-8
1/2 Male JIC x 1/2 Pipe Rigid, 90° 74604105692 6 2501-8-8
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90 DEGREE ADAPTERS

DESCRIPTION UPC JASON
CODE PART NO.
3/8 Male O-Ring x 3/8 Female Pipe Swivel, 90° 74604105543 1 6901-6-6
1/2 Male O-Ring x 3/8 Female Pipe Swivel, 90° 74604105480 9 6901-8-6
1/2 Male O-Ring x 1/2 Female Pipe Swivel, 90° 74604105481 6 6901-8-8
5/8 Male O-Ring x 1/2 Female Pipe Swivel, 90° 74604105482 3 6901-10-8
3/8 Male JIC x 1/2 Male O-Ring, 90° 746041054755 6801-6-8
1/2 Male JIC x 1/2 Male O-Ring, 90° 74604105476 2 6801-8-8
3/8 Male JIC x 3/8 Female JIC Swivel, 90° 74604105671 1 6500-6
45 DEGREE ADAPT
3/8 Male Pipe x 3/8 Female Pipe Swivel, 45° 74604105461 8 1503-6-6
1/2 Male Pipe x 1/2 Female Pipe Swivel, 45° 74604105462 5 1503-8-8
1503
3/8 Female Pipe x 3/8 Female Pipe Swivel, 45 74604105672 8 1504-6-6
1/2 Female Pipe x 1/2 Female Pipe Swivel, 45° 74604105673 5 1504-8-8
1/2 Male O-Ring x 1/2 Male Pipe Swivel, 45° 74604105674 2 6902-8-8
TEE ADAPTERS

1/4 Female Pipe x 1/4 Female Pipe Swivel Tee 74604105675 9 1602-4
3/8 Female Pipe x 3/8 Female Pipe Swivel Tee 74604105676 6 1602-6
1/2 Female Pipe x 1/2 Female Pipe Swivel Tee 74604105677 3 1602-8
1/2 Male JIC x 1/2 Female O-Ring, 90° 74604105678 0 6600-8
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