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HOSE, COUPLINGS  
& ACCESSORIES

POWER 
TRANSMISSION  

BELTING

Jason Industrial offers a wide array of hoses, couplings, accessories 
and power transmission belting products to handle any rugged 
application in the oil patches. Just for this market, we have added the 
following products:

HOSE
     SERIES 4414 - Nitrile Petroleum Suction Hose - 300 PSI 

     SERIES 4424 - Nitrile Petroleum Suction Hose - 400 PSI 

     SERIES 4328 - Nitrile Fuel Discharge Hose - 300 PSI 

     SERIES 4348 - Frac Oilfield Fuel Discharge Hose - 400 PSI

     SERIES 4807 - Hi-Temp (275°F) Air Hose - Wire Reinforced

COUPLINGS
     CRIMP FITTINGS - Type C & E, Combination Nipples 

     CRIMP FERRULES & SLEEVES 

     API TANK TRUCK COUPLERS

ACCESSORIES
     SUGAR CONE STRAINERS 

     SIGHT GLASSES - Polycarbonate, Sched. 80

POWER TRANSMISSION BELTING
     MEGADYNE RPC HIGH HORSEPOWER PLATINUM BELT

jasonindustrial.com

POWERING GLOBAL INDUSTRY



PETROLEUM HOSE
Series 4420 Nitrile Petroleum 
Suction Hose - 150 PSI
For suction or discharge of 
petroleum-based products in truck and 
car operations. Class A tube, Class B 
cover. ID sizes range from 3/4" to 6". 
Temperature Range: -25°F (-32°C) to 
+200°F (+93°C). All sizes full vacuum.

Series 4421 Tank Truck Hose - 
Red Corrugated
The transfer of petroleum products, 
including gasoline under pressure or 
gravity flow. Class A tube, Class B 
cover. ID sizes range from 2" to 6".
Temperature Range: -30°F (-34°C) to 
+180°F (+82°C). All sizes full vacuum.

JASON HOSE PRODUCTS 
FOR THE OIL & NATURAL GAS MARKETS

Series 4414 Nitrile Petroleum 
Suction Hose - 300 PSI
Heavy duty construction that can 
handle 300 PSI for the transfer of 
petroleum products, including 
gasoline under pressure or gravity 
flow. Class A tube, Class B cover. ID 
sizes range from 1" to 8". 
Temperature Range: -25°F (-32°C) to 
+200°F (+93°C). All sizes full vacuum.

Series 4424 Nitrile Petroleum 
Suction Hose - 400 PSI
Heavy duty construction that can 
handle 400 PSI for the transfer of 
petroleum products, including 
gasoline under pressure or gravity 
flow. Class A tube, Class B cover. ID 
sizes range from 2", 3" and 4". 
Temperature Range: -31°F (-35°C) to 
+158°F (+70°C). All sizes full vacuum.

Series 4328 Nitrile Fuel 
Discharge Hose - 300 PSI
Heavy duty construction that can 
handle 300 PSI for the transfer of 
petroleum products. Please Note: For 
discharge applications only. Class A 
tube, Class B cover. ID sizes range 
from 2" to 5". 
Temperature Range: -25°F (-32°C) to 
+200°F (+93°C). All sizes full vacuum.

Series 4418 Crude Oil Waste Pit 
Suction Hose - Smooth Cover
Series 4419 Crude Oil Waste Pit 
Suction Hose - Corrugated Cover
Great for applications handling crude 
oil, salt and fresh water, tank bottoms 
and diesel fuels. Class C tube, SBR 
cover. ID sizes range from 1-1/2" to 4". 
Temperature Range: -40°F (-40°C) to 
+150°F (+66°C). All sizes full vacuum.

WATER HOSE
Series 4450 Rubber Water 
Suction Hose
For suction, discharge or gravity flow 
of water in construction, mining, oil 
exploration, agriculture and equipment 
rental. EPDM blend tube and cover. ID 
sizes are from 1-1/4" to 14". Tempera-
ture Range: -25°F (-32°C) to +185°F 
(+85°C). Sizes 1-1/4" to 10" are 28 in. Hg 
vacuum. Sizes 12" and 14" are 25 in. Hg.

Series 4449 Frac Water
Suction Hose
Used in the suction, recycling or 
disposal of flowback water. EPDM/SBR 
blend tube, EPDM/SBR blend cover. ID 
sizes are from 2" to 6". 
Temperature Range: -25°F (-32°C) to 
+185°F (+85°C). All sizes full vacuum.

CHEMICAL HOSE
Series 4433 UHMWPE Chemical
Suction Hose
Handles 98% of today's chemicals. 
Used for in-plant or tank truck usage to 
transfer chemicals and acids.
UHMWPE tube and EPDM cover.
Temperature Range: -40°F (-40°C) to 
+150°F (+66°C). All sizes full vacuum.

AIR HOSE
Series 4302 Textile Reinforced
Air Hose - 400 PSI
This 400 PSI hose is capable of 
handling those tough applications in 
the mines and quarries. It has a oil mist 
resistant tube with the highly visible 
yellow cover. Nitrile blend tube and SBR 
cover. ID sizes range from 1/2" to 2". 
Temperature Range: -25°F (-32°C) to 
+200°F (+93°C).

Series 4805 Wire Reinforced 
Air Hose
This 600 PSI hose is used in heavy 
duty applications in mining, quarries, 
construction, industrial air placement, 
sandblasting and heavy duty equip-
ment rental. Nitrile blend tube and SBR 
cover. ID sizes range from 1/2" to 6". 
Temperature Range: -25°F (-32°C) to 
+200°F (+93°C).

Series 4807 Hi-Temp Air Hose 
Wire Reinforced
This 600 PSI hose is used in heavy duty 
applications where high temperature 
is required. Bromobutyl tube and an 
EPDM cover. ID sizes range from 3/4" to 
3". Temperature Range: Up to +275°F 
(+135°C).

NEW!

NEW!

NEW!

NEW!

Series 4815 EPDM Steam Hose
High working pressure and temperature 
rating allows this hose to convey steam 
in the chemical/petroleum, food, lumber 
and pulp processing industries. EPDM 
tube and EPDM cover. Temperature 
Range: Up to +450°F (+232°C).

STEAM HOSE

Series 4348 Frac Oilfield Fuel 
Discharge Hose - 400 PSI
Used to discharge or convey water and 
oil slurry mixtures for the connections 
at the frac tanks. Class C tube, EPDM/
SBR blend cover. ID sizes are 3" and 4".
Temperature Range: -25°F (-32°C) to 
+180°F (+82°C).

NEW!

For more details, consult Jason Industrial Hose & Coupling Catalog (HC-9)

PETROLEUM HOSE Series 4416 Low Temp Tank
Truck Hose - Corrugated
For suction or discharge of petro-
leum-based products in very low 
temperatures. Class A tube, Class 
B cover. ID sizes 3" and 4". Temp 
Range: -65°F (-55°C) to +180°F 
(+82°C). All sizes full vacuum.



COUPLINGS
Cam & Groove Couplings

  A, B, C, D, E, F, DC, DCL and DP

  Sizes 1/2" to 8"

  Available in Aluminum, Stainless    
    Steel (304 & 316) Brass and 
    Polypropylene

CRIMP FITTINGS
  Part C - Sizes 1-1/2" to 6" (Aluminum)

  Part E - Sizes 1-1/2" to 6" (Aluminum)

  Combination Nipple - 1-1/2" to 6"   
    (Plated Steel)

  Plated Steel Ferrules and Sleeves -   
    Sizes 1-1/2" to 6"

Reducing Cam & Groove 
Couplings

   A, B, C, D, E, F, AA, DA and DD. 

   A through F in Aluminum only.
     AA, DD and DA available in 
     Aluminum and 304 Stainless

OILFIELD ACCESSORIES

Anti-Leak Aluminum C x E 
Cam-Lock Couplings

   C and E - Sizes 1-1/2", 2" and 3"

Locking Lever Pump
 Couplings

      Sizes 2", 3", 4", 6" and 8"

      Galvanized steel

      Full vacuum rated

Tank Truck API Adapters, Caps & Couplers
                   4" Dust Cap - Aluminum and Polypropylene
                   4" x 3" & 4" x 4" Coupler x Adapter - Aluminum

                   4" Coupler x Coupler - Aluminum
                   Nitrile Gasket (4")

Sugar Cone Strainers

   Sizes 3" and 4"

   304 Stainless with a nitrile gasket

   Envelope style gasket is attached 
     to strainer

Sight Glasses

   Sizes 3" and 4"

   Polycarbonate (Sched. 80) material

   500 PSI W.P.

   NPT Threads

NIPPLES

PLATED STAINLESS POLYPROPYLENE VICTAULIC

Combination Nipples
                Sizes 1/2" to 12" - Plated Steel, 304 Stainless Steel
		               Unplated, Polypropylene and Victaulic

Tube Mender
       Sizes 1/2" to 12" - Plated Steel

NEW!

NEW!

NEW!

NEW!

For more details, consult Jason Industrial Hose & Coupling Catalog (HC-9)

JASON COUPLINGS & ACCESSORIES 
FOR THE OIL & NATURAL GAS MARKETS

Brass Ball Valves

   Sizes 3/8" to 4"

   NPT Threads

   Brass ball is chromium plated

   Ball seat is Teflon®

*Teflon is a registered trademark of DuPont.

Pin Lug Couplings

   Sizes 1-1/2" to 6"

   Aluminum with Brass Swivel

   NPSM or NST Threads
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MEGADYNE HEADQUARTERS
Via Trieste 16, 10075
Mathi (TO) - ITALY
mail@megadyne.it
www.megadyne.it
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Fairfield, NJ 07004
Ph: 973-227-4904
Fax: 973-227-1651
www.jasonindustrial.com

EUROPE
MIDDLE EAST
AFRICA
MATHI (Italy)*
VENICE (Italy)
MILAN (Italy)*
MINSK (Belarus)
PRAGUE (Czech Republic)
PARIS (France)
ST. JEANNE DE MAURIENNE (France)*
LYON (France)
BORCHEN (Germany)*
ULM (Germany)
BUDAPEST (Hungary)
BYDGOSZCZ (Poland)
BARCELONA (Spain)*
DUDLEY (U.K.)
STOCKHOLM (Sweden)

AMERICAS
FAIRFIELD, NJ (U.S.A.)
CAROL STREAM, IL (U.S.A.)
BELL, CA (U.S.A.)
TAMPA, FL (U.S.A.)
DALLAS, TX (U.S.A.)
PORTLAND, OR (U.S.A.)
CHARLOTTE, NC (U.S.A.)*
GREENVILLE, SC (U.S.A.)*
DORVAL, Quebec (Canada)
MISSISSAUGA, Ontario (Canada)
EDMONTON, Alberta (Canada)
AZCAPOTZALCO (Mexico)
SAO PAULO (Brasil)
SOROCABA (Brasil)
CARTAGENA (Colombia)
CORDOBA (Argentina)
LIMA (Peru)

ASIA/PACIFIC
NINGBO (R.P.C.)*
QINGDAO (R.P.C.)*
SHANGHAI (R.P.C.)
FOSHAN (R.P.C.)

*MANUFACTURING FACILITIES

POWERING GLOBAL INDUSTRY

JASON POWER TRANSMISSION BELTING PRODUCTS 
FOR THE OIL & NATURAL GAS MARKETS

OUR NEWEST 
SYNCHRONOUS BELT...

l MULTI-PLUS® CLASSICAL V-BELTS 

l UNIMATCH® BANDED V-BELTS
l DEEP-WEDGE & COGGED V-BELTS
l NEOPRENE SYNCHRONOUS BELTS
l URETHANE BELTING
l MULTI-RIB (J, L, M) BELTS
l METRIC V-BELTS
l MXV™ SUPER DUTY BELTS
l ACCU-LINK® ADJUSTABLE LINK V-BELTS
l 400 FLAT & NEOFLEX BELTS
l LIGHT & HEAVY DUTY SHEAVES & BUSHINGS

Jason Industrial and Megadyne SPA offer 
the most comprehensive selection of 
rubber and urethane power transmission 
solutions worldwide.

jasonindustrial.com


