NOMENCLATURE
EE Extra Light Inch Series/Miniature
Ball Bearings

Bearings wider than
Bore Diameters standard to
B accommodate
i Bore i ore seals/shields
Bse:r?:sg Diameter Bsealrlng Diameter
(inches) eries (inches)
EEO 0.1250 EE6 0.7500
EE1 0.1875 EE7 0.7500
EET11/2 0.2500 EE8 0.8750
EE2 0.2500 EE9 1.0000 Closures Internal Clearance Grease Grease Trade Operating Temperature Range
EE3 03750 EE10 11250 Code Name perating femp 9
EE4 0.5000 EE11 1.2500 One Both Descrioti c2 Smaller than Standard XM  Polyrex EM -22°Fto338°F (-30to 170 °C)
! ; escription
EES 06250 EE12 13750 Side  Sides No Code Standard SR MultempSRL  -40° F to 266° F (-40 to 130 °C)
EE13 1.5000 . . . o o o
z ZZ  Fixed Shield (s) c Larger than Standard A2 Alvania #2 14°Fto 212°F (-10to 100 °C)
ZX ZZX  Removable Shield(s) M1 0~5mm P2  MultempPS2 -58°F to 266°F (-50 to 130 °C)
RS 2RS  Contact Seal(s) M2 3~8mm
RD 2RD  Light Contat Seal(s) M3 5~10mm
RU 2RU  Non-Contact Seal(s) M4 8~13mm
M5 13~20mm
Koyo Interchange for EE series bearings
"R" series # Koyo bearing# Koyo Sealed Koyo Shielded
R-2 EEO EEO 2RS EE0 ZZ
R-3 EE1 EE1S 2RS EE1SZZ
R-4 EE1-1/2 EE1-1/2 2RS EE1-1/27Z
R-4A EE2 EE2S 2RS EE2S 77
R-6 EE3 EE3S 2RS EE3SZZ
R-8 EE4 EE4S 2RS EE4S 77
R-10 EE5 EE5S 2RS EE5S 77
R-12 EE6 EE6S 2RS EE6S 727
R-14 EE8 EE8S 2RS EE8S 77
R-16 EE9 EE9S 2RS EE9S 77
R-18 EE10 EE10S 2RS EE10S Z2Z
R-20 EET1 EE11S 2RS EE11S ZZ
R-22 EE12 EE12S 2RS EE12S 77
R-24 EE13 EE13S 2RS EE135 77

All products supplied with “C3” clearance on sizes except where otherwise noted.
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NOMENCLATURE

Ball Bearings

Basic Type & Series Internal Clearance
1200: Metric, Self-aligning Light Series C1: Smaller than C2
1300: Metric, Self-aligning Medium Series C2: Smaller than Standard
3200: Metric, 32° Double Row Angular Contact Light Series No code: Standard
3300: Metric, 32° Double Row Angular Contact Medium Series C3: Greater than Standard
5200: Metric, 24° Double Row Angular Contact Light Series C4: Greater than C3
5300: Metric, 24° Double Row Angular Contact Medium Series CD2:  Smaller than Standard (Double Row BB)
6800: Metric, Single Row Ultra Light Series No code: Standard (Double Row BB)
6900: Metric, Single Row Extremely Light Series CD3: Greater than Standard (Double Row BB)
6000: Metric, Single Row Extra Light Series
6200: Metric, Single Row Light Series Tolerance Code
6300: Metric, Single Row Medium Series No Code: ABEC 1 Precision
6400: Metric, Single Row Heavy Series P6: ABEC 3 Precision
3NC: Ceramic Rolling Elements P5: ABEC 5 Precision
[ 62 [ o5 | [RsH2] | 7z | [ca]— [Frr] [P5] [ xm_]
|
Bore Size
For bore series 04 and above,
Bore Diameter = Bore Series Retainer Codes
X5 Internal Design No Code: Pressed Steel Retainer
Bore Series Bore Diameter Material Code FY:  Machined Brass Retainer
R Increased Capacity FG: Polyamide (Nylon) Retainer
00: 10 mm SH2 Special Heat Treatment on
01: 12 mm Inner Ring
02: 15 mm Grease Grease Trade Operating Temperature
03: 17 mm Code Name Range
04: 20 mm XM Polyrex EM -22° F t0 338° F (-30 to 170 °C)
05: 25 mm SR Multemp SRL -40° F to 266° F (-40 to 130 °C)
10: 50 mm A2 Alvania #2 14° Ft0 212° F (-10to 100 °C)
12: 60 mm P2 Multemp PS2 -58° F to 266° F (-50 to 130 °C)
18: 90 mm
Shield / Seal/ Snap Ring Codes
Interchange
One Side Both Sides  Description Torrington/
FAG MRC  Nachi NSK NTN SNR SKF Fafnir
z Y4 Fixed Shield(s) 2/22 FIFF 2/22 2/22 2/22 2/22 2/2Z D/DD
ZX ZZX Removable Shield(s) N/A LILL  ZS/ZZS ZS/ZZS  ZAIZZA N/A N/A N/A
RU 2RU Non-contact Seal(s) RSD/2RSD N/A  NKE/2NKE  V/VV LB/LLB N/A RZ/2RZ PL/PPL
RS 2RS Contact Seal(s) RS/2RS  Z/ZZ NSL/2NSL DU/DDU LU/LLU  E/EE RS/2RS P/PP
RK 2RK Dbl lip Contact Seal(s) N/A N/A N/A N/A LC/LLC E10/EE10 N/A YYY
RD 2RD Extremely Light N/A N/A NSE/2NSE N/A LH/LLH N/A N/A VIVV
Contact Seal(s)
RDT 2RDT Same as 2RD - for Large Size Ball Bearings N/A N/A NSE/2NSE N/A LH/LLH N/A N/A VIVV
NR: Snap Ring on Outer Ring O.D. NR G NR NR NR NR NR G

All products supplied with “C3” clearance on sizes except where otherwise noted.
All 1200, 1300, 6800 and 6900 series bearings are standard clearance.
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NOMENCLATURE

Angular Contact Ball Bearings

Basic Type and Series

7200: Metric, Single Row Light Series
7300: Metric, Single Row Medium Series

7400: Metric, Single Row Heavy Series

Supplementary Codes

G: Flush ground for Back-to-Back, Face-to-Face and
Tandem mounting

-5 Ball Guided Retainer
PA: Outer Ring Guided Retainer

72 0s

B -5G C3

Bore Size

For bore series 04 and above,
Bore Diameter = Bore Series X 5

Bore Bore
Series Diameter

00: 10 mm
01: 12 mm
02: 15 mm
03: 17 mm
04: 20 mm
05: 25 mm
10: 50 mm
12: 60 mm
18: 90 mm

Retainer Codes

No Code: Pressed Steel Retainer
FY: Machined Brass Retainer
FT: Phenolic Retainer
FG: Polyamide (Nylon) Retainer

X2

FY PS

Axial Internal Clearance

Contact Angle

No Code: 30° Contact angle
B: 40° Contact angle

Standard (for large

ST/CN: size bearings only)

Greater than

C: 15° Contact angle C3: Standard

L: Light Preload

Medium Preload
Heavy Preload

o=

Paired Bearings

X2
X3

2 Bearings
3 Bearings P6

Tolerance Code

No Code: ABEC I Precision
ABEC 3 Precision

PS ABEC 5 Precision

P4 ABEC 7 Precision

All products supplied with “C3” clearance on sizes except where otherwise noted.
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NOMENCLATURE

Cylindrical Roller Bearings

Basic Type

NU Separable inner ring, no thrust load
capacity

NJ Separable inner ring, thrust load
capacity in one direction

Roller Code

No Code: Standard rollers
R: Larger than standard rollers

200 Light Series
300 Medium Series

NU 205

Retainer Code

FY: Rivettype machined brass retainer

TY: Finger type machined brass retainer

C3 FY

Bore Size

For bore series 04 and above,
Bore Diameter = Bore Series X 5

Bore Bore
Series Diameter
03: 17 mm
04: 20 mm
05: 25 mm
10: 50 mm
12: 60 mm
18: 90 mm

Internal Clearance

C2: Smaller than Standard
No Code: Standard

C3: Largerthan Standard
C4: Largerthan C3

All products supplied with “C3” clearance on sizes except where otherwise noted.
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TAPERED SETS AND INTERCHANGES

TAPERED KOYO PART NUMBER BCA L&S

SET NO. CONE CUP CR BEARING FEDERAL MOGUL BEARING TIMKEN

K1 LM11749R LM11710 BR1 Al S1 SET1
K2 LM11949 LM11910 BR2 A2 S2 SET 2

K3 M12649 M12610 BR3 A3 S3 SET3

K4 L44649 L44610 BR4 A4 S4 SET 4

K5 LM48548 LM48510 BR5 A5 S5 SET5

K6 LM67048 LM67010 BR6 A6 S6 SET6
K12 LM12749 LM12710 BR12 A12 S12 SET 12
K13 L68149 L68110 BR13 A13 S13 SET 13
K14 L44643R L44610 BR14 A14 S14 SET 14
K15 L45449 L45410 BR15 A15 S15 SET 15
K16 LM12749 LM12711 BR16 A16 S16 SET 16
K17 L68149 L68111 BR17 A17 S17 SET 17
K18 JL69349 JL69310 BR18 A18 S18 SET 18
K29 LM67049A LM67010 BR22 A29 S29 SET 22
K35 LM501349 LM501310 BR35 A35 S35 SET 35
K36 LM603049 LM603012 BR36 A36 S36 SET 36
K37 LM603049 LM603011 BR37 A37 S37 SET 37
K38 LM104949 LM104911 BR38 A38 S38 SET 38
K39 JL26749 JL26710 BR39 A39 S39 SET 39

K41 57410 LFT LM29710 BR41 A41 S41 SET 41
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NOMENCLATURE

Spherical Roller and Spherical Thrust Bearings

Basic Type & Series

Supplementary Codes

21300: Dimension Series 13 Spherical Roller Bearings OVS: For Applications Involving Vibratory Loads
22200: Dimension Series 22 Spherical Roller Bearings W33: Outer ring with oil groove and lubrication holes
22300: Dimension Series 23 Spherical Roller Bearings W502: OQuter ring with oil groove and lubrication holes and
23000: Dimension Series 30 Spherical Roller Bearings OD Tolerance of + 0.005 mm.
230/: Extra Large 30 Series Spherical Roller Bearing
23100: Dimension Series 31 Spherical Roller Bearings
23200: Dimension Series 32 Spherical Roller Bearings Clearance Codes
232/: Extra Large 32 Series Spherical Roller Bearing No Code: Standard clearance
23900: Dimension Series 39 Spherical Roller Bearings C3: Greater than standard clearance
24000: Dimension Series 40 Spherical Roller Bearings C4: Greater than C3 clearance
24100: Dimension Series 41 Spherical Roller Bearings
29000: Dimension Series 90 Spherical Thrust Roller
Bearings
232 20 R W33 C3 FY
Bore Size Bore Designs Retainer Codes
. **R:  With center rib & ribs on both sides (Brass No Code: Pressed Steel Retainer
Fgr bore series 04 ar'1d above, Bore Cage) (Standard for 'RH' and 'RHR!
Diameter = Bore Series X 5 9 .
Designs)
Bore Bore *RR:  With center rib & ribs on both sides (Brass Fy: Machined Bralssl Retalinerl
Series Diameter Cage) (Stapdard for 'R"and 'RR
Designs)
05: 25 mm RH:  Without center rib & without ribs on both YP: Pressed Brass Retainer
10: 50 mm sides (Press Steel Cage) (Standard for 24000R
12: 60 mm RHR:  Without center rib & without ribs on both Designs)
18: 90 mm sides (Press Steel Cage)
N: Electric motor quality for 29000 series

K: 1:12 Tapered Bore
K30: 1:30 Tapered Bore

* Qil hole quantity & dimensions may vary from Koyo Catalog 201AE & 201E.

Please consult Koyo Engineering department when using locating pins in oil holes

** 21308 through 21320 same as above.

All products supplied with “C3” clearance on sizes except where otherwise noted.
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