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MAXI-LIFT° FAMILY HISTORY

Our Promise to You

Alot of things can happen over 40 plus years. For Maxi-Lift, it has been an amazing metamorphosis,
in our business, our products and our services. We started out with a few plastic elevator buckets and
a tireless work ethic, and this little company has grown into a world leader in elevator components.
Through all of this growth, our core values have remained. Commitment to Innovation, Quality and
Integrity drive our business every day.

+ Innovation - Product development to make our customers’ equipment more efficient,
more reliable and safer.

+ Quality - Our manufacturing procedures and operations are designed to give our customers
reassurance that they get our best effort and product every time.

« Integrity - Above all else, the consistent integrity in our actions, values and principles
keep us true to our core values, never accepting anything less.

We work hard every day to continue improving, growing and serving. Our promise is to keep these
values at the center of everything we do, for you, and for ourselves.

Sincerely,

ol Dkl

Paul Phillips
President
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Maxi-Jift Inc.

At Maxi-Lift, we are defined by our strong brands, innovative products, technical expertise and friendly customer service. These are

just a few of the many reasons our customers consider us the global leaders in plastic and metal elevator buckets.

GLOBAL LEADERS

Maxi-Lift manufactures and sells elevator buckets to customers in over 70 countries, and our client list continues to grow. We have stocking
distributors throughout the world and our products fulfill the diverse needs of our clients. Our products are used on rice farms in Guyana, elevator
upgrades in Romania, new feed plants in China, large river and port projects in North America, cement facilities in Mexico, and the largest
soybean processing plants in Argentina. The Maxi-Lift name is known internationally for outstanding products and services. This is why we are
proud to call ourselves the global leaders in the industry.

BUCKETS WORTHY OF THE MAXI-LIFT NAME

Our customers demand the toughest, longest lasting buckets, which is why we manufacture the strongest brand names in the world, TIGER-
TUFF, TIGER-CC, MAXI-TUFF, CC-MAX, and HD-MAX. It's no surprise that the largest agricultural and industrial Fortune 500 companies ask
for Maxi-Lift buckets by name.

NOT ALL BUCKETS ARE CREATED EQUALLY

With the last 15 years spent developing and introducing five new product lines of elevator buckets, we can say that we manufacture the toughest
buckets in the world-buckets that will outlast, out perform and carry more than our competitors. Maxi-Lift makes over 700 different bucket
sizes, shapes and materials, designed to give our customers longer life, better reliability, and a lower total cost of ownership.

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896



Take a close look; while many buckets look similar, the fact remains that only Maxi-Lift gives you the reliability, performance, and value
that you can measure. When looking for elevator buckets, don’t be fooled by imitations. Our products consistently demonstrate the long-
term value that is associated with the Maxi-Lift name.

ENGINEERING, UPGRADING, AND TROUBLESHOOTING IS OUR BUSINESS

Maxi-Lift’s free technical service can help you, no matter what type of problem you may be facing. We can help you design, analyze,
evaluate, or validate the technical details of your bucket elevators. Maxi-Lift is here to help you solve your elevator problems. We
specialize in troubleshooting existing elevators, assessing upgrade capacity for new demands, and verifying your existing elevator
setup. No problem is too big or too small for our team. Contact us today to find out more about our technical services.

OUR BUSINESS IS BUILT ON OUR CUSTOMERS
Our customers are the life blood of our business, and our long-term relationships are integral to our success. Not only do we develop,
train and inspire our own team to grow, we want our relationships to grow as well. By working together and listening, we can solve your

needs, provide better reliability, and lower the cost of operation.

Don'’t simply take our word for it, see the difference yourself! Contact Maxi-Lift today to receive free samples, engineering support, or to
place an order. Join our thousands of Maxi-Lift customers, you too will love the results!

MAXI-LIFT: SUPERIOR PRODUCTS. MAXIMUM PERFORMANCE.

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM
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AGRICULTURAL PRODUCT LINES

MAXIMUM DUTY

TIGER-TUFF Pg 16, TIGER-CC Pg 22 TIGER-TUFF Pg 18, TIGER-CC Pg 24 TIGER-TUFF Pg 19, TIGER-CC Pg 25
Polyethylene - Food Grade Applications Nylon - Hot, Abrasive Applications Urethane - Sticky, abrasive applications
HEAVY DUTY
®-
HD-MAX Polyethylene HD-MAX Nylon HD-MAX Urethane
Food Grade Applications - Pg 28 Hot, Abrasive Applications - Pg 30 Sticky, Abrasive Applications - Pg 31

HEAVY DUTY.

d

CC-MAX Polyethylene CC-MAX Nylon CC-MAX Urethane
Food Grade Applications - Pg 34 Hot, Abrasive Applications - Pg 36 Sticky, Abrasive Applications - Pg 37
STANDARD DUTY

DURA-BUKET Polyethylene STANDARD DUTY STEEL CC STANDARD DUTY CC DIGGER
Food Grade Applications - Pg 40 Fabricated Steel - Pgs 43-44 Clears Packed Materials - Pg 45
ACCESSORIES
- 7
i N = o
. . “ r
Elevator Bolts & Accessories TITAN Pgs 86-87 & MAXI-SPLICE Pgs 88-89 Screw Conveyor Hanger Drag Flights, Custom
Pgs 84-85 Belt Fastening Systems Bearings - Pg 90 UHMW Parts - Pgs 92-93

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896
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MAXIMUM DUTY
MAXI-TUFF AA Nylon MAXI-TUFF AA Urethane MAXI-TUFF AA Polyethylene
Hot, Abrasive Applications - Pg 52 Sharp Cutting Applications - Pg 53 Food Grade Applications - Pg 54
MAXIMUM DUTY
TIGER-TUFF Pgs 58-63, TIGER-CC Pgs 64-69 DI-MAX AA DI-MAX AC
Industrial Buckets Ductile Iron Elevator Buckets - Pgs 70-72 Ductile Iron Elevator Buckets - Pg 73
MAXIMUM DUTY
MAXI-TUFF MF (Medium Front) MAXI-TUFF MF (Medium Front) MAXI-TUFF MF (Medium Front)
Nylon: Hot, Abrasive Applications - Pgs 56-57 Urethane: Sharp Cutting Applications - Pgs 56-57 Polyethylene: Food Grade Applications - Pgs 56-57
FABRICATED STEEL

AA FABRICATED STEEL MF, HF & LF FABRICATED STEEL SC FABRICATED STEEL
Centrifugal Discharge - Pg 75 Continuous Style - Pgs 78-80 Super Capacity - Pg 77
FABRICATED STEEL
A+f+1+ A+ ]\
\ L ] L L] L L] L] L] L /
[ L] " L] L L] L] [ L]
L] L ] L] L] L L] L ] L]
AC FABRICATED STEEL ACS FABRICATED STEEL CUSTOMIZED FABRICATED STEEL
Powdery Applications - Pg 76 Saddle Bag Style - Pg 81 Made To Order - Pg 82

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM
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HOW TO ORDER BUCKETS

STEP 1. Measure Your Elevator Bucket mostmanufacturers identify part sizes by molding dimensions into the bottom of the elevator bucket.

LENGTH =127/8” PROJECTION =8 7/8” DEPTH =81/4"
The bucket length is Projection is Depth is
measured at the back measured vertically measured for the
mounting surface. Lay the to the lip, as it would overall side profile
bucket on its back for actual project from the belt dimension.
measurement dimensions. or chain.

STEP 2. Select Your Bucket Style There are two main categories of elevator buckets; agricultural and industrial. Our agricultural buckets are
located on pages 12-45 and the industrial buckets are on pages 48-82. More styles are available online at maxilift.com.

TIGER-TUFF MAXIMUM DUTY:  TIGER-CC MAXIMUM DUTY: HD-MAX HEAVY DUTY: CC-MAX CC-STYLE: MAXI-TUFF HEAVY DUTY:
AGRICULTURAL AGRICULTURAL AGRICULTURAL AGRICULTURAL INDUSTRIAL

STEP 3. Choose Your Bucket Material suckets are available in the following materials, plus ductile iron and steel for industrial applications.

POLYETHYLENE NYLON URETHANE FDA NYLON

e . Hot, high impact, Heavy abrasion, Hot, high impact, abrasive
Application EHEIT ¢ [Ramel el e abrasive dense products sticky materials food grade products
-120°F to + 180° F -60° F to + 300° F -60° F to + 180° F o o
Temperature Range (210° F Intermittent) (350° F Intermittent) (210° F Intermittent) -60° F to +300° F

FDA Approved Material Yes No Yes Yes
Economical, high density Best for high heat Most flexible and abrasion resistant. Best for high heat
Comments polyethylene. FDA approved material applications, with tough impact Resists product sticking and sharp food grade applications, with tough
for handling food grade products. and abrasion needs. cutting particles. impact and abrasion needs.

STEP 4. Pick Your Bucket Vent Pattern (call for Industrial Bucket venting recommendations)

Venting an elevator bucket aids in bucket fill and discharge with light, fluffy materials. Lightweight, fluffy materials, and those that are extremely dense or flow poorly can be
difficult to handle in bucket elevators at high speeds. Because these materials tend to trap air when being handled by an elevator bucket, it is necessary to provide air relief
to assist in their filling and discharge. Materials in this category might be various flours, meals, feed mash or screenings. As these materials enter the bucket, air is released
through a series of vent holes in the bottom of the bucket allowing for a more complete fill. These vent holes also allow air to re-enter the bucket, which facilitates full release
of product into the discharge. Standard hole diameter is equal to the size of the bolt mounting holes. Anything different is considered a custom vent.

#1 VENT - Same holes in #2 VENT - One row of holes #3 VENT - Two rows of holes #4 VENT - Same as #3, plus CUSTOM VENT -
body as bolt mounting holes. on 1-1/8"centers on 1-1/8"centers three holes in each end cap. Vented as required

STEP 5. Contact Maxi-Lift For Quote

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896
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NEW PRODUCTS

TITAN

THE ULTIMATE BELT SPLICE

MAXI-LIFT

TITAN

-

1 T\,

TIGERTUFF

MAXIMUM DUTY ELEVATOR BUCKETS -

{
13 NEW
SIZES!

TIGER-TUFF IS
GROWING!

10

UPGRADE TO THE
ULTIMATE BELT SPLICE

Introducing the Maxi-Lift TITAN, the Ultimate Elevator Belt Splice. TITAN’s
innovative design, maximum duty solid aluminum construction and superior
quality materials make other splices obsolete for heavy elevator belts. The
TITAN sets a new standard for splice performance. The TITAN is constructed
of a central aluminum vice-grip section which is bracketed by two exterior
solid aluminum clamps.

See Pages 86-87 for Detalils.

MORE SIZES MAKE THE
TIGER LINE EVEN BETTER

How do you improve on the toughest elevator buckets on the market?
Make more of them of course. Maxi-Lift is proud to announce that we
have expanded our line of TIGER-TUFF Maximum Duty Elevator Buckets.
We have added thirteen new sizes in all, bringing the total number to 30
SIZES, in standard and low profiles, available in five different materials...
that’s 300 different TIGERS to choose from!

See Page 12-19 for Details.

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896
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MAXI-SPLIGE

BELT FASTENER

MAXI-SPLICE
CI'SILVER

12 Dlamete

MAXI-SPLICE
AB BRONZE

(9/16” Diameter Bolt)

MAXI-SPLICE TIGER-CC
MAXIMIZED ROOAARS!

THE AB MAXI-SPLICE BIGGER, BADDER, AND
GETS AN UPGRADE BETTER THAN EVER.

Our AB Maxi-Splice, our best selling model, is now even better. This non- Our new TIGER-CC is taking elevator bucket and elevator design to new
sparking version of the Maxi-Splice is now supplied with a 9/16” diameter heights. These monster buckets redefine standards for high capacity
bolt, replacing the 2" diameter bolt. This increase in bolt size provides bucket elevators with never before seen sizes and configurations. Maxi-Lift
nearly 30% more bolt tensile strength. This upgrade gives the user the continues to push the envelope to address the demands of our customers.
added security when splicing together that important elevator belt. The next generation has arrived, and it’s all TIGER.

See Page 88-89 for Details. See Page 20-25 for Details.

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM 11
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TIGER-TUFF° MAXIMUM DUTY

MAXI-LIFT i-TUFF

TIGERTUFF

UPGRADE TO THE TOUGHEST 4
ELEVATOR BUCKET 4

THICKER. TOUGHER. LASTS LONGER:
WHEN YOU DON’T HAVE TIME FOR DOWN-TIME

DESIGNED FOR THE TOUGHEST APPLICATIONS:
PORT FACILITIES, RIVER TERMINALS, ETHANOL
AND PROCESSING PLANTS

ENGINEERED FOR ULTIMATE RELIABILITY:
THE THICKEST FRONT LIP AND CORNERS GIVE
LONGEST BUCKET LIFE

FEATURES & BENEFITS B

+ Thicker Corners
+ Thicker Walls, Heavy Front Lip
for Digging
+ Cleaner Discharge
+ High Impact & Abrasion Resistant
. NOH-COI‘I‘OSiVG, Non-Sparking Heavy Front Lip Reinforced Corners
- Extends Bucket Life
* Increases Elevator Capacity
* Lowers Elevator Maintenance
+ Decreases Elevator Down Time

Thick Back Wall Maximum Duty Design

12 16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 - Ph: (972)735-8855 - Fx: (972)735-8896



Location / Installation
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MAXIMUM DUTY ELEVATOR BUCKETS -

AVAILABLE MATERIALS

POLYETHYLENE _ URETHANE FDA NYLON
Color

NYLON
e —

Orange Tan Green White
Y F . Hot, high impact, Heavy abrasion, Hot, high impact, abrasive
Application EME ¢ [Remel [FeelE abrasive dense products sticky materials food grade products
-120° F to + 180° F -60° F to + 300° F -60° F to + 180° F

Temperature Range

(210° F Intermittent) (350° F Intermittent) (210° F Intermittent) -60° F to + 300° F

FDA Approved Material Yes No Yes Yes
Economical, high density Best for high heat Most flexible and abrasion resistant. Best for high heat
Comments polyethylene. FDA approved material applications, with tough impact Resists product sticking and sharp food grade applications, with tough
for handling food grade products. and abrasion needs. cutting particles. impact and abrasion needs.

APPLICATIONS

r FOOD
Barley, Beans, Corn, Cotton
Seed, Coffee, Flour, Grains,
. Nuts, Rice, Sunflower, Oats,
Salt, Sugar, Wheat, etc.

FEED
Bone Meal, Pellets,
Meat Scrap, etc.

OTHER

Seeds, Grass Seed,
Fertilizer, Perlite, Potash,
Sawdust, Minerals, etc.

14 16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 - Ph: (972)735-8855 - Fx: (972)735-8896



ich Bucket is Right For You?

TIGER-TUFF° STANDARD PROFILE

The TIGER-TUFF is the original maximum duty elevator bucket, designed and
engineered to increase bucket life and reduce breakage. This will reduce down time
and lower maintenance costs. The TIGER-TUFF bucket has the thickest lip, back
wall and corners to extend the life of the bucket. The most common applications
include grain, fertilizers, pellets, corn, wheat, soybeans and other agricultural and
light industrial applications. This is the best bucket for high volume applications. The
recommended belt width for a single row of buckets is actual bucket width plus 2”.

LENGTH | I «—— PROJECTION ——

— CENTER — | ¢— CENTER —| ¢— CENTER — :
& 4 .l
X

b
; o T x

TIGER-TUFF

MAXIMUM DUTY ELEVATOR BUCKETS o

DEPTH

TIGER-TUFF° LOW PROFILE

The TIGER-TUFF Low Profile has all of the benefits of the original TIGER-TUFF
bucket, with a reduced height modification for closer vertical spacing on the belt. The
low profile system allows more buckets per foot of elevator belt. When upgrading to
TIGER-TUFF Low Profile buckets, horsepower requirements must be evaluated
due to increased capacity.

STANDARD VS LOW PROFILE SPACING

LENGTH

| |
\ |

MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

TIGERTUFF

MAKIMUM DUTY ELEVATOR BUCKETS -

OTHER CONSIDERATIONS

ENGINEERING: Please see Section 5 of catalog for detailed engineering, speed and capacity information.

DRILLING: Elevator Buckets are manufactured without a drill pattern. Special drilling or punching can be accommodated upon customer request.
*Mounting Holes drilled 1/32 to 1/16 over bolt diameter for easier installation.

VENTING: Available as needed. See venting options in this catalog.

DIGGER BUCKETS: Use slightly larger metal digger elevator buckets to help loosen material in the elevator boot section that has set up or hardened,
thereby reducing abrasion on the plastic buckets. Call for details on Metal Digger elevator bucket options.

SPACING: See elevator bucket spacing details in the Tiger-Tuff® chart (depending on materials and speeds, smaller and larger spacing may be used).
INSTALLATION: Use a #1 standard elevator bolt or Sabre-Tooth elevator bolt for installation. Designed to be used with fender or flat and lock washers
and hex or locking nuts. If buckets are being installed on chain, use hex head bolts, nuts and washers. A locking device should always be used.
ADAPTER PLATES: Recommended for chain mounting applications.

FDA: Both the urethane and polyethylene are designed to FDA specifications for direct contact with food products.

USABLE CAPACITY: Under normal usage, the Tiger-Tuff® elevator bucket will carry and deliver +5° of the water level cubic inch capacity.

Maxi-Lift recommends that water level capacity be used for design and engineering purposes.

® The color orange, as applied to buckets, is a registered trademark of Maxi-Lift, Inc.

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM
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TIGER-TUFF° MAXIMUM DUTY

ENHANCGED

TIGER-TUFF

MAKIMUM DUTY ELEVATOR BUGKETS

LENGTH | | e—— PRosECTION — |

| B
//‘ b S S S I\\ ’i

- - WATER LEVEL- == =3 > X

\ ) 1

MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

® The color orange, as app

Available Materials: [ .| B

TIGER-TUFF® Maximum Duty: Polyethylene

BUCKET SIZE, INCHES* PUNCHING, IN.** CAPACITY, CU. IN.

Back Wall #of Bolt Top Water Usable Std
| 6x5 | 2 7

6-5/8 5-3/4 5 0.33 4-3/8 1/4 1-5/8 0.94 67.20 73.98

7-5/8 5-3/4 5 0.33 | 2:11/16 3 1/4 1-5/8 1.10 79.72 89.24 7
[ 8x5 [NV 5-3/4 5 0.33 3-1/16 3 1/4 1-5/8 1.25 88.54 97.98 7
[ 9x5 [ECEY 5-3/4 5 0.33 3-5/8 3 1/4 1-5/8 1.41 107.37  121.27 7
| 10x5 RIS 5-3/4 5 0.33 4-1/8 3 1/4 1-5/8 1.57 121.30  138.89 7
| 11 x5 [EEREY 5-3/4 5 0.33 3 4 1/4 1-5/8 1.72 140.70  153.16 7
| 12x5 ERPET 5-3/4 5 0.33 3-3/8 4 1/4 1-5/8 1.88 159.87  167.14 7
| 8x6 [NV 6-7/8 6 0.40 3-1/16 3 1/4 1-5/8 1.82 13556  150.85 8
[ 9x6 RV 6-7/8 6 0.40 3-5/8 3 1/4 1-5/8 1.97 150.26  165.87 8
| 10x6 [ERIETE 6-7/8 6 0.40 4-1/8 3 1/4 1-5/8 2.13 17069  185.62 8
| 11x6 [EREEY 6-7/8 6 0.40 3 4 1/4 1-5/8 2.29 185.18  200.36 8
[ 12x6 [ERPEY 6-7/8 6 0.40 3-3/8 4 1/4 1-5/8 2.44 200.37  220.58 8
| 13x6 ERENTE 6-7/8 6 0.40 3-5/8 4 1/4 1-5/8 2.60 220.78  240.48 8
12-7/8 7-7/8 7 0.42 3-3/8 4 5/16 2 3.60 269.24  298.12 9
13-7/8 7-7/8 7 0.42 3-5/8 4 516 2 3.86 29251 32322 9
14-7/8 7-7/8 7 0.42 3 5 5/16 2 4.14 31577  350.58 9
15-7/8 7-7/8 7 0.42 3-1/4 5 5/16 2 4.47 346.64  383.38 9
16-7/8 7-7/8 7 0.42 2-7/8 6 5/16 2 4.68 377.41 41514 9
BTl 1178 8-7/8 8-1/4 0.50 3 4 5/16 2 4.45 340.02  374.70 10
[ 12x8 [EEPE/ 8-7/8 8-1/4 0.50 3-3/8 4 5/16 2 4.71 373.00  411.05 10
| 13x8 RN/ 8-7/8 8-1/4 0.50 3-5/8 4 5/16 2 4.92 404.85  446.15 10
BT 1478 8-7/8 8-1/4 0.50 3 5 5/16 2 5.30 436.80  481.35 10
BEaTE 9-1/4 8-1/4 0.50 2-7/8 6 5/16 2-1/2 5.35 51257  566.39 10
19 9-1/4 8-1/4 0.50 3-1/8 6 5/16 2-1/2 5.89 567.49  627.08 10
EXTE o 9-1/4 8-1/4 0.50 3-1/2 6 5/16 2-1/2 6.62 646.81  714.73 10
| 22x8 [EPX 9-1/4 8-1/4 0.50 4 6 5/16 2-1/2 7.85 701.90  757.40 10
| 24x8 [P 9-1/4 8-1/4 0.50 3-1/2 7 5/16 2-1/2 8.50 763.40  831.08 10
17 11-1/4 10 0.75 2-7/8 6 5/16 2-1/2 8.87 795.70  875.37 12
19 11-1/4 10 0.75 3-1/8 6 5/16 2-1/2 9.83 910.00  1001.21 12
[ 20 x 10 [EEPY 11-1/4 10 0.75 3-1/2 6 5/16 2-1/2 10.57 103250 113598 12

Indicates TIGER-TUFF punch pattern differs from HD-MAX. TIGER-TUFF and CC-MAX standard patterns are the same. Reference Punching Chart on page 100.
. New Sizes . Enhanced Designs. *Some sizes are made to order. Disclaimer: New weights, dimensions, & capacities are estimated. Actual measurements may vary.
Injection molded materials shrink at differing rates. External dimensions may vary. For tight tolerances, contact Maxi-Lift for additional information.

High Speed Centrifugal Discharge 210 - 900 FPM

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896



TIGER-TUFF° LOW PROFILE Maximum Duty
BUCKET SIZE, INCHES*

Back Wall #of
tength mm
2

BUCKET
SIZE

a

X

12x7
13x7
14 x7
15x7
16 x7

18x 8

16 x 10
18 x 10
20 x 10

® The color orange, as applied to b

ENHANGED

6-5/8 5-3/4 4 0.33 4-3/8
7-5/8 5-3/4 4 0.33 | 2-11/16
8-5/8 5-3/4 4 0.33 3-1/16
9-5/8 5-3/4 4 0.33 3-5/8
10-5/8 5-3/4 4 0.33 4-1/8
11-5/8 5-3/4 4 0.33 3
12-5/8 5-3/4 4 0.33 3-3/8
8-5/8 6-7/8 5 0.40 3-1/16
9-5/8 6-7/8 5 0.40 3-5/8
10-5/8 6-7/8 5 0.40 4-1/8
11-5/8 6-7/8 5 0.40 3
12-5/8 6-7/8 5 0.40 3-3/8
13-5/8 6-7/8 5 0.40 3-5/8
12-7/8 7-7/8 5-3/4 0.42 3-3/8
13-7/8 7-7/8 5-3/4 0.42 3-5/8
14-7/8 7-7/8 5-3/4 0.42 3
15-7/8 7-7/8 5-3/4 0.42 3-1/4
16-7/8 7-7/8 5-3/4 0.42 2-7/8
11-7/8 8-7/8 6-3/4 0.50 3
12-7/8 8-7/8 6-3/4 0.50 3-3/8
13-7/8 8-7/8 6-3/4 0.50 3-5/8
14-7/8 8-7/8 6-3/4 0.50 3
17 9-1/4 6-3/4 0.50 2-7/8
19 9-1/4 6-3/4 0.50 3-1/8
21 9-1/4 6-3/4 0.50 3-1/2
23 9-1/4 6-3/4 0.50 4
25 9-1/4 6-3/4 0.50 3-1/2
17 11-1/4 8-1/2 0.75 2-7/8
19 11-1/4 8-1/2 0.75 3-1/8
21 11-1/4 8-1/2 0.75 3-1/2

Profile: Polyethylene, Nylon, Urethane

DESIGNS

PUNCHING, IN.**

Bolt Top
Size Down
1

OO NOODOOODOO UMD DMDOODOODRADDEDDNOWWWDRDDWWWOW

o

1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
1/4
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16
5/16

GG GG U GGG G GG T GG G O GG O O G T G G T G G G Y

STANDARD VS LOW PROFILE SPACING

TIGER-TUFF

MAKIMUM DUTY ELEVATOR BUCKETS -

LENGTH

MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

Available Materials: 5 . B

WEIGHT, LBS.

m

0.84
0.98
1.11
1.25
1.40
1.53
1.67
1.64
1.77
1.92
2.06
2.20
2.34
3.24
3.47
3.73
4.02
4.21
4.01
4.24
4.43
4.77
4.82
5.89
6.62
7.85
8.50
8.87
9.83
10.27

3.55
3.82
4.07
4.19
4.32
4.33
4.58
4.66
5.02
5.68
6.39
6.94
8.45
9.27
9.12
10.17
11.02

3.98
4.29
4.56
4.72
4.84
5.08
5.45
5.60
5199
6.96
7.45
8.13
9.84
10.78
11.15
12.41
13.09

CAPACITY, CU. IN.

67.20 73.98

79.72 89.24

88.54 97.98

107.37 121.27
121.30 138.89
140.70 153.16
159.87 167.14
135.56 150.85
150.26  165.87
170.69 185.62
185.18 200.36
200.37 220.58
220.78 240.48
269.24 298.12
292,51 323.22
315.77 350.58
346.64 383.38
377.41 415.14
340.02 374.70
373.00 411.05
404.85 446.15
436.80 481.35
512.57 566.39
567.49 627.08
646.81 714.73
701.90 757.40
763.40 831.08
795.70 875.37
910.00 1001.21
1032.50 1135.98

Indicates TIGER-TUFF punch pattern differs from HD-MAX. TIGER-TUFF and CC-MAX standard patterns are the same. **Reference Punching Chart on page 100.
. New Sizes . Enhanced Designs. *Some sizes are made to order. Disclaimer: New weights, dimensions, & capacities are estimated. Actual measurements may vary.
Injection molded materials shrink at differing rates. External dimensions may vary. For tight tolerances, contact Maxi-Lift for additional information.

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM

Water Usable Std
Level 5 Deg. Spacing
4

4
4
4
4
4
4
5
5
5
5
5
5
6
6
6
6
6
7
7
7
7
7
7
7
7
7
9
9
9

High Speed Centrifugal Discharge 210 - 900 FPM
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TIGER-TUFF® Maximum Duty: Nylon

BUCKET SIZE

~

X

12x7
13x7
14 x7
15x7
16 x7

13x8
14x8

18x8

BUCKET SIZE, INCHES*

ENHANGED
DESIGNS

TIGER-TUFF° MAXIMUM DUTY

LENGTH

| _
Ls=wmi=y |\ ’f

\

17

MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

TIGERTUFF

MANIMUM DUTY ELEVATOR BUCGKETS

6-5/8 5-3/4 0.33 4-3/8 2 1/4 1-5/8 1.08 67.20 73.98
7-5/8 5-3/4 5 0.33 2-11/16 3 1/4 1-5/8 1.26 79.72 89.24
8-5/8 5-3/4 5 0.33 3-1/16 3 1/4 1-5/8 1.44 88.54 97.98
9-5/8 5-3/4 5 0.33 3-5/8 3 1/4 1-5/8 1.60 107.37 121.27
10-5/8 5-3/4 5 0.33 4-1/8 3 1/4 1-5/8 1.80 121.30 138.89
11-5/8 5-3/4 5 0.33 3 4 1/4 1-5/8 1.98 140.70 153.16
12-5/8 5-3/4 5 0.33 3-3/8 4 1/4 1-5/8 2.16 159.87 167.14
8-5/8 6-7/8 6 0.40 3-1/16 3 1/4 1-5/8 2.09 135.56 150.85
9-5/8 6-7/8 6 0.40 3-5/8 3 1/4 1-5/8 2.26 150.26 165.87
10-5/8 6-7/8 6 0.40 4-1/8 3 1/4 1-5/8 2.40 170.69 185.62
11-5/8 6-7/8 6 0.40 3 4 1/4 1-5/8 2.63 185.18 200.36
12-5/8 6-7/8 6 0.40 3-3/8 4 1/4 1-5/8 2.81 200.37 220.58
13-5/8 6-7/8 6 0.40 3-5/8 4 1/4 1-5/8 2.99 220.78 240.48
12-7/8 7-7/8 7 0.42 3-3/8 4 5/16 2 4.00 269.24 208.12
13-7/8 7-7/8 7 0.42 3-5/8 4 5/16 2 4.44 292.51 323.22
14-7/8 7-7/8 7 0.42 3 5 5/16 2 4.75 315.77 350.58
15-7/8 7-7/8 7 0.42 3-1/4 5 5/16 2 5.00 346.64 383.38
16-7/8 7-7/8 7 0.42 2-7/8 6 5/16 2 5.50 377.41 415.14
11-7/8 8-7/8 8-1/4 0.50 3 4 5/16 2 5.16 340.02 374.70
12-7/8 8-7/8 8-1/4 0.50 3-3/8 4 5/16 2 5.10 373.00 411.05
13-7/8 8-7/8 8-1/4 0.50 3-5/8 4 5/16 2 5.20 404.85 446.15
14-7/8 8-7/8 8-1/4 0.50 3 5 5/16 2 5.40 436.80 481.35
17 9-1/4 8-1/4 0.50 2-7/8 6 5/16 2-1/2 6.25 512.57 566.39
19 9-1/4 8-1/4 0.50 3-1/8 6 5/16 2-1/2 6.95 567.49 627.08
21 9-1/4 8-1/4 0.50 3-1/2 6 5/16 2-1/2 7.40 646.81 714.73
23 9-1/4 8-1/4 0.50 4 6 5/16 2-1/2 9.00 701.90 757.40
25 9-1/4 8-1/4 0.50 3-1/2 7 5/16 2-1/2 10.15 763.40 831.08
17 11-1/4 10 0.75 2-7/8 6 5/16 2-1/2 10.75 795.70 875.37
19 11-1/4 10 0.75 3-1/8 6 5/16 2-1/2 11.20 910.00 1001.21
21 11-1/4 10 0.75 3-1/2 6 5/16 2-1/2 11.95 1032.50 1135.98

Indicates TIGER-TUFF punch pattern differs from HD-MAX. TIGER-TUFF and CC-MAX standard patterns are the same. **Reference Punching Chart on page 100.
. New Sizes . Enhanced Designs. *Some sizes are made to order. Disclaimer: New weights, dimensions, & capacities are estimated. Actual measurements may vary.
Injection molded materials shrink at differing rates. External dimensions may vary. For tight tolerances, contact Maxi-Lift for additional information.

High Speed Centrifugal Discharge 210 - 900 FPM

| «—— ProsECTION — |

Available Materials: [ .| B

PUNCHING, IN.* LT CAPACITY, CU. IN.
oy Back Wall #of Bolt Top Water Usable
| | e | o | RN e | G5 S L o [ e | D
5

Spacing

7

7
7
7
7
7
7
8
8
8
8
8
8
9
9
9
9

¢

10
10
10
10
10
10
10
10
10
12
12
12

16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 < Ph: (972)735-8855 < Fx: (972)735-8896



ndard Profile: Urethane

TIGERTUFF

MAKIMUM DUTY ELEVATOR BUCKETS -

LENGTH | | e—— PRoJECTION — ‘

//\ pempemye=y ) ’

\ ) T

MOUNTING HOLES AND VENTING TO YOUR SPECIFICATIONS

Available Materials: [l . B
TIGER-TUFF® Maximum Duty: Urethane

BUCKET SIZE, INCHES* PUNCHING, IN.** CAPACITY, CU. IN.

]~ e e - =]
m 6-5/8 5-3/4 5 0.33 4-3/8 1/4 1-5/8 1.18 67.20 73.98

7-5/8 5-3/4 5 0.33 2-11/16 3 1/4 1-5/8 1.38 79.72 89.24 7
| 8x5 [NV 5-3/4 5 0.33 3-1/16 3 1/4 1-5/8 1.57 88.54 97.98 7
| 9x5 [EECEY 5-3/4 5 0.33 3-5/8 3 1/4 1-5/8 1.77 107.37  121.27 7
| 10x5 RTINS 5-3/4 5 0.33 4-1/8 3 1/4 1-5/8 1.97 12130  138.89 7
[ 11x5 [EEEETE 5-3/4 5 0.33 3 4 1/4 1-5/8 2.16 140.70  153.16 7
| 12x5 IRPET 5-3/4 5 0.33 3-3/8 4 1/4 1-5/8 2.36 159.87  167.14 7
| 8x6 [N 6-7/8 6 0.40 3-1/16 3 1/4 1-5/8 2.28 13556  150.85 8
| 9x6 [N 6-7/8 6 0.40 3-5/8 3 1/4 1-5/8 2.47 150.26  165.87 8
| 10x6 [T 6-7/8 6 0.40 4-1/8 3 1/4 1-5/8 2.67 170.69  185.62 8
| 11x6 [EREY 6-7/8 6 0.40 3 4 1/4 1-5/8 2.87 185.18  200.36 8
| 12x6 [ERPEY 6-7/8 6 0.40 3-3/8 4 1/4 1-5/8 3.05 200.37 22058 8
| 13x6 [RENYS 6-7/8 6 0.40 3-5/8 4 1/4 1-5/8 3.25 22078  240.48 8
12-7/8 7-7/8 7 0.42 3-3/8 4 5/16 2 4.85 269.24  298.12 9
13-7/8 7-7/8 7 0.42 3-5/8 4 5/16 2 5.50 29251  323.22 9
14-7/8 7-7/8 7 0.42 3 5 5/16 2 5.75 31577  350.58 9
15-7/8 7-7/8 7 0.42 3-1/4 5 5/16 2 5.85 346.64  383.38 9
16-7/8 7-7/8 7 0.42 2-7/8 6 5/16 2 5.95 377.41 41514 9
BTl 1178 8-7/8 8-1/4 0.50 3 4 5/16 2 6.02 340.02  374.70 10
BT 278 8-7/8 8-1/4 0.50 3-3/8 4 5/16 2 5.95 373.00  411.05 10
| 13x8 [REEZ 8-7/8 8-1/4 0.50 3-5/8 4 5/16 2 6.30 404.85  446.15 10
BT 1478 8-7/8 8-1/4 0.50 3 5 5/16 2 6.55 436.80  481.35 10
ETE 1 9-1/4 8-1/4 0.50 2-7/8 6 5/16 2-1/2 7.40 51257  566.39 10
19 9-1/4 8-1/4 0.50 3-1/8 6 5/16 2-1/2 8.08 567.49  627.08 10
EXTE o 9-1/4 8-1/4 0.50 3-1/2 6 5/16 2-1/2 8.80 646.81  714.73 10
| 22x8 [EEPE] 9-1/4 8-1/4 0.50 4 6 5/16 2-1/2 11.02  701.90  757.40 10
| 24x8 [N 9-1/4 8-1/4 0.50 3-1/2 7 5/16 2-1/2 11.75 763.40  831.08 10
[ 16 x 10 [NV 11-1/4 10 0.75 2-7/8 6 5/16 2-1/2 12.24 79570  875.37 12
| 18 x 10 [EEERTE! 11-1/4 10 0.75 3-1/8 6 5/16 2-1/2 13.45 910.00  1001.21 12
[ 20 x 10 |3 11-1/4 10 0.75 3-1/2 6 5/16 2-1/2 1420 103250 113598 12

Indicates TIGER-TUFF punch pattern differs from HD-MAX. TIGER-TUFF and CC-MAX standard patterns are the same. **Reference Punching Chart on page 100.
. New Sizes . Enhanced Designs. *Some sizes are made to order. Disclaimer: New weights, dimensions, & capacities are estimated. Actual measurements may vary.
Injection molded materials shrink at differing rates. External dimensions may vary. For tight tolerances, contact Maxi-Lift for additional information.

High Speed Centrifugal Discharge 210 - 900 FPM

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM
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TIGER-CC° MAXIMUM DUTY

MAXI-LIFT

TIGER-GG

UPGRADE TO THE TOUGHEST 4
ELEVATOR BUCKET

THICKER. TOUGHER. LASTS LONGER:
FOR THOSE WHO DON’T HAVE TIME TO BE DOWN

DESIGNED FOR THE TOUGHEST APPLICATIONS:
PORT FACILITIES, RIVER TERMINALS, ETHANOL
AND PROCESSING PLANTS

ENGINEERED FOR ULTIMATE RELIABILITY:
REINFORCED WEAR POINTS MAKE THE TIGER-
CC STRONGER EVERYWHERE IT COUNTS . : rogioteret TRQEMEN Of

Maxi-Lift, Inc.

FEATURES & BENEFITS

+ Traditional CC Style w/ High Sides
and Breaks in the Bottom of Bucket
+ Thicker Corners
+ Thicker Walls, Heavy Front Lip
for Digging
+ Cleaner Discharge

. . Reinforced Corners Heavy Front Li
* Heat, Impact & Abrasion Resistant 4 P

* Non-Corrosive, Non-Sparking

+ Extends Bucket Life

* Increases Elevator Capacity

* Lowers Elevator Maintenance

+ Decreases Elevator Down Time

Traditional CC Breaks Thick Back Wall

20 16400 Midway Rd Dallas, TX USA 75001 - P.O. Box 700008 Dallas, TX 75370-0008 - Ph: (972)735-8855 - Fx: (972)735-8896



MAXKIMUM DUTY ELEVATOR BUCKETS »

AVAILABLE MATERIALS

POLYETHYLENE NYLON URETHANE FDA NYLON

S S

Orange Tan Green
Grain & Food Products H9t’ i NTEEE] Hgavy abrasllon,
abrasive dense products sticky materials
-120°F to + 180° F -60° F to + 300° F -60° F to + 180° F
(210° F Intermittent) (350° F Intermittent) (210° F Intermittent)

FDA Approved Material Yes No Yes

Best for high heat
applications, with tough impact
and abrasion needs.

Application

Temperature Range

Economical, high density
polyethylene. FDA approved material
for handling food grade products.

Comments

cutting particles.

APPLICATIONS

r |  FOOD

Barley, Beans, Corn, Cotton
Seed, Coffee, Flour, Grains,
Nuts, Rice, Sunflower, Oats,
Salt, Sugar, Wheat, etc.

FEED
Bone Meal, Pellets,
Meat Scrap, etc.

=

CALL TODAY, TOLL FREE 1-800-527-0657 OR VISIT US ONLINE AT WWW.MAXILIFT.COM

Most flexible 